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EARTHMOVER TIRES
Radial Construction – Haulage Service 

RL-4M+ (E-4)
Aggressive extra deep tread
tire for enhanced traction
and long even wear. But-
tressed shoulder lugs are
self-cleaning and helps pro-
vide extended tread life and
resist sidewall cutting.  The
submerged center rib en-
hances late life tread wear.

RT-4A (E-4)
This 150 level tire has a
unique geometric lug pattern
which helpfs provide even
pressure distribution, in-
creases mobility and opti-
mizes traction and tread wear.
This rugged tread design
helps provide long, even wear.
The buttressed shoulder lugs
resist sidewall cutting.

RT-4A+ (E-4)
This open face tread design
and wide shoulder grooves
are self-cleaning for en-
hanced traction.  The high
tensile steel cord ply helps
provides outstanding tough-
ness and cut resistance.

EARTHMOVER TIRES
Radial Construction – Dozer/Loader Service 

AS-3A  (L-3)
This 100 level tire has multiple
groove edges to help provide
superior traction on all sur-
faces. Specially placed blades
enhance traction on snow and
ice.

GP-2B  (L-3)
Its non-directional tread offers
superb forward and backward
traction along with excellent
mobility.  100 level tire for use
in high THPH applications. A
zig-zag center rib helps to de-
liver long tread life.

RT-3B  (L-3)
This 115 level tire has a large
belt wire to help provide supe-
rior resistance to rock cuts
and penetrations. Large shoul-
der grooves for excellent self
cleaning and a wide tread
width for enhanced traction
and mobility.
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GP-3D (L-3)
Centerline riding lugs offer
good lateral traction, long
wear and a smooth ride.  65
Series profile helps deliver
high flotation, improved stabil-
ity and reduced ground pres-
sure.

GP-4D (L-4)
The open face tread design
and wide shoulder grooves
are self cleaning for enhanced
traction. The interlocking lug
design helps increase lateral
traction.  High tensile steel
cord ply helps to provide out-
standing toughness and cut
resistance.

RL-2+ (L-3+)
A 125 level tire for loaders that
operate in rough conditions.
The thicker tread helps the tire
wear longer and offer greater
cut resistance than 100 level
tires. Its non-directional tread
helps deliver good forward
and lateral  traction.

RL-4K (L-4)
Extra tread 150 level tire for
quarry operations.  Excellent
load and carry capability from
the radial construction and
tough tread.

TL-3A+ (L-3+)
Wide open lug pattern for en-
hanced traction and ride.  En-
hanced groove design for
excellent self cleaning in the
muddy conditions.  

RT-5C (L-5)
A non-directional heavy duty
tire for abrasive operating con-
ditions. The open face tread de-
sign and wide shoulder
grooves are self cleaning for
excellent traction. 

EARTHMOVER TIRES
Radial Construction – Dozer/Loader Service
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EARTHMOVER TIRES
Radial construction - Loader/Underground Mine Service

RL-5K  (L-5)
A 250 level tire for front end
loaders that operate in very
severe rock conditions above
or below the ground.  Wide
shoulder slots provide en-
hanced traction.

SM-5A (L-5S)
RL-5S  (L-5S)
A 250 level tire with a smooth
tread design that helps reduce
lug tearing. It is long wearing
and excellent for hard rock
quarry and underground mine
service.

RL-5K 08/08  (L-5)
Super extra tread design for
severe service. Steel belts help
provide cut and impact resist-
ance.

EARTHMOVER TIRES
Radial Construction – Mobile Crane Service

MC-1A  (E-1)
Tread design optimizes tread-
wear and minimizes noise and
vibration. Good for on/off
highway application and for
high speed service.

GP-2B  (E-3)
Solid center rib offers en-
hanced ride and fuel economy.
The non-directional tread de-
sign provides enhanced trac-
tion and mobility.

AT-2A  (E-3)
On and off road design for mo-
bile crane service. It combines
lateral and circumferential
grooves to help provide en-
hanced traction in both wet
and dry conditions.
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SG-2B  (G-2)
The SG-2B is a 100 level
grader tire with excellent trac-
tion and flotation on soft un-
derfoot conditions. Radial
carcass helps provide lower
running temperatures and en-
hanced fuel economy.

RL-2F  (G-2)
A 100 level tire for high speed
operation in soft underfoot soil
conditions. Directional tread is
self cleaning and provides en-
hanced forward traction.

AS-3A  (G-3)
This 100 level tire has multiple
groove edges to help provide
superior traction on all sur-
faces. Specially placed blades
enhance traction on snow and
ice.

GP-2B  (G-3)
This non-directional tread of-
fers superb forward and back-
ward traction along with
enhanced mobility. A zig-zag
center rib helps to deliver long
tread life.

RT-3B  (G-3)
This 115 level tire has a large
belt wire for superior resist-
ance to rock cuts and penetra-
tions. Large shoulder grooves
for excellent self cleaning and
a wide tread width for en-
hanced traction and mobility.

RL-2+  (G-3+)
A 125 level tire for graders
that operate in rough condi-
tions. The thicker tread helps
wear longer and offer greater
cut resistance than 100 level
tires. The non-directional tread
helps deliver good forward
and lateral traction.

EARTHMOVER TIRES
Radial Construction – Grader Service



84

Index:

Conventional Sizes ............................................................................87-102
Wide Base Sizes ..............................................................................103-115
65 Series Sizes.................................................................................116-117
Metric Sizes .............................................................................................118
Underground Mine Service...............................................................119-121
Drive Away .......................................................................................122-127

SECTION IV
Load and Inflations

For Goodyear
Off-the-Road Tires
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LOAD LIMITS AT COLD INFLATION PRESSURES
5 MPH (10 KM/H) MAXIMUM SPEED COMPACTOR SERVICE

PSI 45 50 55 60 65 70 75 80 85 90 95 100 105 110 125
BIAS KPA 325 350 400 425 450 475 525 550 575 625 650 675 725 750 850
7.50-15NHS LBS 3460 3700 3900(6) 4100 4300 4500 4680 4860 5040 5200(10) 5380 5540 5700 5860(12)

KG 1570 1680 1770(6) 1860 1950 2040 2120 2200 2290 2360(10) 2440 2510 2590 2650(12)
6.00-16 LBS 2300 2450 2600 2750 2900 3000 3100 3200(6) 3370 3500 3600 3700 3800 3820(8) 4200(10)

KG 1040 1110 1180 1250 1320 1360 1410 1450(6) 1530 1590 1630 1680 1720 1730(8) 1910(10)
7.50-16NHS LBS 3620 3860 4080(6) 4280 4500 4680(8) 4880 5080 5260 5440(10) 5600 5780 5940 6100(12)

KG 1640 1750 1850(6) 1940 2040 2120(8) 2210 2300 2390 2470(10) 2540 2620 2690 2770(12)

40 MPH (65 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
9.00-15 LBS 1050 1230 1430 1570 1710 1870 1980 2090

KG 475 560 650 710 775 850 900 950
9.00-16 LBS 1100 1280 1480 1650 1760 1930 2090 2200

KG 500 580 670 750 800 875 950 1000
11.00-16 LBS 1320 1570 1760 1980 2150 2340 2540 2680

KG 600 710 800 900 975 1060 1150 1215
16.00-16 LBS 2600 3090 3530 3860 4300 4540 4940 5200

KG 1180 1400 1600 1750 1950 2060 2240 2360

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
9.00-15 LBS 1230 1480 1650 1870 2040 2200 2340 2470

KG 560 670 750 850 925 1000 1060 1120
9.00-16 LBS 1280 1520 1760 1930 2090 2270 2470 2600

KG 580 690 800 875 950 1030 1120 1180
11.00-16 LBS 1570 1870 2090 2340 2600 2760 3000 3310

KG 710 850 950 1060 1180 1250 1360 1500
16.00-16 LBS 3090 3640 4080 4540 5070 5360 5840 6170

KG 1400 1650 1850 2060 2300 2430 2650 2800

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
9.00-15 LBS 1820 2150 2470 2680 3000 3200 3420 3640

KG 825 975 1120 1215 1360 1450 1550 1650
9.00-16 LBS 1870 2200 2540 2830 3090 3310 3530 3860

KG 850 1000 1150 1285 1400 1500 1600 1750
11.00-16 LBS 2270 2680 3090 3420 3750 4080 4300 4670

KG 1030 1215 1400 1550 1700 1850 1950 2120
16.00-16 LBS 4410 5360 6010 6780 7390 8050 8540 9090

KG 2000 2430 2725 3075 3350 3650 3875 4125
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LOAD LIMITS AT COLD INFLATION PRESSURES
5 MPH (10 KM/H) OFF-THE-ROAD SLOW SPEED SERVICE

PSI 80 98 102 105 109 112 116 120 123 127 131 134 138 141 145

RADIAL KPA 550 675 700 725 750 775 800 825 850 875 900 925 950 975 1000

12.00R20NHS LBS 9900* 11700 12000 12300 12800 12800 13200 13600** 13900 13900 14300 14800 15200*** 15200 15700

KG 4500* 5300 5450 5600 5800 5800 6000 6150** 6300 6300 6500 6700 6900*** 6900 7100

PSI 98 102 105 109 112 116 120 123 127 131 134 138 141

BIAS KPA 675 700 725 750 775 800 825 850 875 900 925 950 975

7.50-20NHS LBS 6000 6150 6400 6400�� 6600�� 6800�� 6800�� 6950�� 6950�� 7150�� 7400�� 7400�� 7600(16)�

KG 2722 2790 2903 2903� 2994� 2994� 3084� 3153� 3153� 3243� 3357� 3357� 3447(16)�

PSI 73 76 80 83 87 91 94 98 102 105 109 112 116 120 149

BIAS KPA 500 525 550 575 600 625 650 675 700 725 750 775 800 825 1025

9.50-20NHS LBS 7150 7400 7600 7600 7850(12) 8050 8250 8550 8550(14) 8800 9100�� 9100�� 9350(16)��

KG 3250 3350 3450 3450 3530(12) 3650 3750 3875 3875(14) 4000 4125� 4125� 4250(16)�

10.00-20ML LBS 8050 8250 8550(12) 8800 8800 9100 9350(14) 9650 9900 9900 10200(16)��

KG 3650 3750 3875(12) 4000 4000 4125 4250(14) 4375 4500 4500 4625(16)�

11.00-20NHS LBS 8550 8800 9100(12) 9350 9350 9650 9900(14) 10200 10470 10750(16)

KG 3875 4000 4125(12) 4250 4250 4375 4500(14) 4625 4750 4875(16)

12.00-20NHS LBS 9900(12) 10200 10500 10700(14) 11000 11400 11700 12000(16) 12300 12300 12800�� 12800�� 13200�� 13600(20)�� 15200(28)��

KG 4500(12) 4625 4750 4875(14) 5000 5150 5300 5450(16) 5600 5600 5800� 5800� 6000� 6150(20)� 6900(28)�

30 MPH50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE
PSI 40 44 47 51 54 58 62 65 69 73

BIAS KPA 275 300 325 350 375 400 425 450 475 500

10.00-20ML LBS 3860 4080(10) 4300 4400 4680(12) 4800 4940 5200(14) 5360 5520(16)

KG 1750 1850(10) 1950 2000 2120(12) 2180 2240 2360(14) 2430 2500(16)

12.00-20NHS LBS 4800 5080 5360 5520 5840(14) 6000 6150 6400(16)

KG 2180 2300 2430 2500 2650(14) 2725 2800 2900(16)

�� Permafoam inflation or special rim required.
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�� Permafoam inflation or special rim required.

LOAD LIMITS AT COLD INFLATION PRESSURES
25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD TRACTOR AND GRADER SERVICE

PSI 22 25 29 33
BIAS KPA 150 175 200 225
13.00-20TG LBS 3740 4080 4400 4680(10)

KG 1700 1850 2000 2120(10)

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD INDUSTRIAL TRACTOR SERVICE
PSI 26 29 32 36 41 44 48 51 54

BIAS KPA 180 200 220 250 280 300 330 350 375
10.5-20MPT LBS 2920 3020 3150 3550(6) 3780 3935(8) 3980 4365 4560(10)

KG 1325 1370 1430 1610(6) 1715 1785(8) 1800 1980 2070(10)
12.5-20MPT LBS 3460 3690 3890 4210 4495 4660(10) 4915 5070(12)

KG 1570 1675 1765 1910 2040 2125(10) 2230 2300(12)

50 MPH (80 KM/H) MAXIMUM SPEED OFF-THE-ROAD MINING AND LOGGING SERVICE
PSI 40 45 50 55 60 65 70 75 80 85 90 95 100

BIAS KPA 275 310 345 380 415 450 485 515 550 585 620 655 690
14.00-20ML LBS 5620 6020 6400 6770(G) 7120 7470 7800(H) 8120 8430 8740(J) 9040 9320 9610(L)

KG 2575 2725 2900 3075(G) 3250 3350 3550(H) 3650 3875 4000(J) 4125 4250 4375(L)

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE
PSI 40 44 47 51 54 58 62 65 69 73 76 80

BIAS KPA 275 300 325 350 375 400 425 450 475 500 525 550
14.00-20NHS LBS 6600(12) 6950 7400 7600 8050(16) 8250 8550 8800 9100(20) 9370 9650 9920(24)

KG 3000(12) 3150 3350 3450 3650(16) 3750 3875 4000 4125(20) 4250 4375 4500(24)

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 69 73 76 80 83 87 91 94 98 102 105 109 123

BIAS KPA 475 500 525 550 575 600 625 650 675 700 725 750 850
14.00-20NHS LBS 13200 13900 14300 14800 14800 15200 15700(18) 16100 16500 16500(20) 17100 17600�� 18700(24)��

KG 6000 6300 6500 6700 6700 6900 7100(18) 7300 7500 7500(20) 7750 8000� 8500(24)�
PSI 44 47 51 54
KPA 300 325 350 375

13.00-20TG LBS 8550 8800 9350 9650(10)
KG 3875 4000 4250 4375(10)

40 MPH (65 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
14.00-20 LBS 2600 3090 3530 3970 4300 4670(10) 4940 5360(12)

KPA 1180 1400 1600 1800 1950 2120(10) 2240 2430(12)
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LOAD LIMITS AT COLD INFLATION PRESSURES
55 MPH (90 KM/H) MAXIMUM SPEED HAULAGE SERVICE

PSI 55 60 65 70 75 80 85 90 95 100 105 110 115
RADIAL KPA 375 400 450 475 525 550 575 625 650 700 725 750 800
14.00R20/21 LBS 6410 6860 7300 7720(G) 8120 8510 8890(H) 9260 9610 9960(J) 10300 10620 1960(L)

KG 2900 3100 3300 3500(G) 3675 3850 4025(H) 4200 4350 4525(J) 4675 4825 4975(L)
16.00R20/21 LBS 8770 9390 9990 10560 11110 11650 12160 12660 13150 13630(L) 14090 14540(M)

KG 3975 4250 4525 4800 5050 5275 5525 5750 5975 6175(L) 6400 6600(M)

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD SERVICE
PSI 65 69 73 76 80 83 87 91 94 98 102

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700
14.00R20/21 LBS 8250 8550* 8800 9100 9350 9650 10200 10500 10700 11000 11400**

KG 3750 3875* 4000 4125 4250 4375 4625 4750 4850 5000 5175**
16.00R20/21 LBS 10500 11000* 11400 11700 12000 12300 12800 13200 13900 14300 14800**

KG 4750 5000* 5150 5300 5450 5600 5800 6000 6300 6500 6700**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SERVICE
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825
14.00R20/21 LBS 13200 13600* 14300 14800 15200 15700 16100 16500 17100 17100 17600 18200 18700**

KG 6000 6150* 6500 6700 6900 7100 7300 7500 7750 7750 8000 8250 8500**
16.00R20/21 LBS 17600 18200* 18700 19300 19800 20400 21500 22000 22700 22700 23400 24000 24700**

KG 8000 8250* 8500 8750 9000 9250 9750 10000 10300 10300 10600 10900 11200**

40 MPH (65 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
16.00-20 LBS 3530 4080 4670 5200 5680 6170 6610 7170

KG 1600 1850 2120 2360 2575 2800 3000 3250
24-20.5 LBS 4940 5840 6780 7390 8270 8820 9370 10200

KG 2240 2650 3075 3350 3750 4000 4250 4625

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
16.00-20 LBS 4080 4940 5510 6170 6780 7380 7830 8270

KG 1850 2240 2500 2800 3075 3350 3550 3750
24-20.5 LBS 6010 7170 8050 9090 9920 10750 11350 12350

KG 2725 3250 3650 4125 4500 4875 5150 5600

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
16.00-20 LBS 6010 7170 8050 9090 9920 10750 11350 12350

KG 2725 3250 3650 4125 4500 4875 5150 5600
24-20.5 LBS 7830 9370 10750 12020 12790 13890 15210 16090

KG 3530 4250 4875 5450 5800 6300 6900 7300
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LOAD LIMITS AT COLD INFLATION PRESSURES
55 MPH (90 KM/H) MAXIMUM SPEED HAULAGE SERVICE

PSI 65 70 75 80 85 90 95 100 105 110 115
RADIAL KPA 450 480 520 550 590 620 660 690 720 760 790
14.00R21 LBS 7300 7830(G) 8250 8670 9090(H) 9460 9830 10200(J) 10470 10740 11000(L)

KG 3310 3550(G) 3740 3930 4125(H) 4290 4460 4625(J) 4750 4880 5000(L)
16.00R21 LBS 9990 10560 11110 11650 12160 12660 13150 13900(L) 14350 14800(M)

KG 4530 4790 5040 5280 5520 5740 5960 6300(L) 6500 6700(M)

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE
PSI 40 44 47 51 54 58 62 65 69 73 76 80 83

BIAS KPA 275 300 325 350 375 400 425 450 475 500 525 550 575
16.00-21NHS LBS 8800 9350 9650(16) 10200 10500 11000(20)

KG 4000 4250 4375(16) 4625 4750 5000(20)
12.00-24NHS LBS 5520 5680 6000 6150 6600(14) 6800 6950 7150(16) 7390 7610 7830 8050(20)

KG 2500 2575 2725 2800 3000(14) 3075 3150 3250(16) 3350 3450 3550 3650(20)

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 69 73 76 80 83 87 91 94 98 102 105 109 112 116 120

BIAS KPA 475 500 525 550 575 600 625 650 675 700 725 750 775 800 825
12.00-24NHS LBS 11000 11400 11700 12000 12300 12300 12800 13200 13600(16) 13600 13900 14300�� 14800�� 14800�� 15200(20)��

KG 5000 5150 5300 5450 5600 5600 5800 6000 6150(16) 6150 6300 6500� 6700� 6700� 6900(20)�

40 MPH (65 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
24-21 LBS 4940 5840 6780 7390 8270 8820 9370 10200

KG 2240 2650 3075 3350 3750 4000 4250 4625
27.25-21 LBS 6390 7610 8820 9650 10750 11350 12350 13230

KG 2900 3450 4000 4375 4875 5150 5600 6000

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
24-21 LBS 7830 9370 10750 12020 12790 13890 15210 16090(12)

KG 3550 4250 4875 5450 5800 6300 6900 7300(12)
27.25-21 LBS 10200 12020 13890 15210 17090 18190 19290 20940

KG 4625 5450 6300 6900 7750 8250 8750 9500

�� Permafoam inflation or special rim required.
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 65 69 73 76 80 83 87 91 94 98 102 105 109 112 116
RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700 725 750 775 800
12.00R24NHS LBS 6400 6600* 6950 7150 7400 7850 8050 8250 8550 8800 8800** 9100 9350�� 9650�� 9900***��

KG 2900 3000* 3150 3250 3350 3550 3650 3750 3875 4000 4000** 4125 4250� 4375� 4500***�

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD TRACTOR AND GRADER SERVICE
PSI 29 33 36 40 44 47 51 54

RADIAL KPA 200 225 250 275 300 325 350 375
13.00R24TG LBS 4080 4400 4800 5200 5520 5840 6150 6600*

KG 1850 2000 2180 2360 2500 2650 2800 3000*
PSI 18 22 25 29 33 36 40

BIAS KPA 125 150 175 200 225 250 275
12.00-24TG LBS 3200 3520(6) 3860 4180(8)

KG 1450 1600(6) 1750 1900(8)
13.00-24TG LBS 3740 4180(6) 4540(8) 4940 5200(10) 5520 5840(12)

KG 1700 1900(6) 2060(8) 2240 2360(10) 2500 2650(12)

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120 131

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825 900
12.00R24NHS LBS 10700 11400* 11700 12000 12300 12800 13200 13600 13900 14300�� 14300�� 14800�� 15200**�� 16100***��

KG 4875 5150* 5300 5450 5600 5800 6000 6150 6300 6500� 6500� 6700� 6900**� 7300***�
PSI 36 40 44 47 51

BIAS KPA 250 275 300 325 350
12.00-24TG LBS 7400 7850 8050 8550(8)

KG 3350 3550 3650 3875(8)
PSI 51 54 58 62 65 69 73 76 80

RADIAL KPA 350 375 400 425 450 475 500 525 550
13.00R24TG LBS 9350 9900 10500 11000 11400 12000 12300 12800 13200*

KG 4250 4500 4750 5000 5150 5450 5600 5800 6000*
PSI 44 47 51 54 58 62 65 69 73 76 80 83 87

BIAS KPA 300 325 350 375 400 425 450 475 500 525 550 575 600
13.00-24TG LBS 9350(8) 9900 10500 10700(10) 11400 11700 12000(12) 12300 12800 13200(14) 13600 13900 19300(16)

KG 4250(8) 4500 4750 5000(10) 5150 5300 5600(12) 5600 5800 6000(14) 6150 6300 6500(16)

�� Permafoam inflation or special rim required.
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LOAD LIMITS AT COLD INFLATION PRESSURES
55 MPH (90 KM/H) HIGHWAY SERVICE

PSI 65 70 75 80 85 90 95 100 105 110 115 131 141
RADIAL KPA 450 475 525 550 575 625 650 700 725 750 800 900 975
14.00R24 LBS 8150 8620 9070 9500 9930 10340 10730 11400(J) 11700 12000 12300(L) 13270(M) 13930(N)
(385/95R24) KG 3700 3910 4110 4310 4500 4690 4870 5150(J) 5300 5450 5600(L) 6000(M) 6300(N)

50 MPH (80 KM/H) HIGHWAY SERVICE
PSI 55 60 65 70 75 80 85 90 95 100

BIAS KPA 380 410 450 480 520 550 590 620 660 690
14.00-24/25ML LBS 7560 7960 8340 8820(H) 9070 9410 9920(J) 10090 10410 11000(L)

KG 3430 3610 3780 4000(H) 4110 4270 4500(J) 4580 4720 5000(L)

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE
PSI 51 54 58 62 65 69 73 76 80 83 87 91 94

BIAS KPA 350 375 400 425 450 475 500 525 550 575 600 625 650
14.00-24/25NHS LBS 8550 8800(16) 9350 9650 9900 10200(20) 10500 10700 11000(24) 11400 11700 12000 12300(28)

KG 3875 4000(16) 4250 4375 4500 4625(20) 4750 4875 5000(24) 5150 5300 5450 5600(28)
PSI 65 69 73 76 80 83 87 91 94 98 102 105 109 112 116

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700 725 750 775 800
14.00R24/25NHS LBS 8800 9100* 9650 9900 10200 10500 11000 11400 11700 12000 12300** 12300 12800 13200 13600***

KG 4000 4125* 4375 4500 4625 4750 5000 5150 5300 5450 5600** 5600 5800 6000 6150***

25 MPH (40 KM/H) MAXIMUM SPEED ROAD TRACTOR AND GRADER SERVICE
PSI 22 25 29 33 36 40 44 47 51

BIAS KPA 150 175 200 225 250 275 300 325 350
14.00-24TG LBS 5080 5520 5840 6150(10) 6800(12) 7150 7600 7850 8050(16)

KG 2300 2500 2650 2800(10) 3075(12) 3250 3450 3550 3650(16)
PSI 29 33 36 40 44 47 51 54

RADIAL KPA 200 225 250 275 300 325 350 375
14.00R24TG LBS 4940 5360 5840 6150 6600 7150 7400 8050*

KG 2240 2430 2650 2800 3000 3250 3350 3650*

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 76 80 83 87 91 94 98 102 105 109 112 116 123 141

BIAS KPA 525 550 575 600 625 650 675 700 725 750 775 800 850 975
14.00-24/25NHS LBS 15700 16100 16500 17100 17600 18200 18200 18700(20) 19300 19300 19800 20400 20900(24) 22700(28)��

KG 7100 7300 7500 7750 8000 8250 8250 8500(20) 8750 8750 9000 9250 9500(24) 10300(28)�
PSI 47 51 54 58 62 65 69 73 76 80

BIAS KPA 325 350 375 400 425 450 475 500 525 550
14.00-24TG LBS 12000 12300(10) 13200 13600 13900(12) 14300 14800 15200 15700 16100(16)

KG 5450 5600(10) 6000 6150 6300(12) 6500 6700 6900 7100 7300(16)
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120 131

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825 900
14.00R24/25NHS LBS 14800 15200* 15700 16500 17100 17600 17600 18200 18700 19300 19800 20400 20900** 22000***��

KG 6700 6900* 7100 7500 7750 8000 8000 8250 8500 8750 9000 9250 9500** 10000***�

�� Permafoam inflation or special rim required.
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62
BIAS KPA 275 300 325 350 375 400 425
16.00-24 LBS 9650 10200(16) 10700 11000 11700 12000(20)

KG 4375 4625(16) 4875 5000 5300 5450(20)
18.00-24 LBS 12300(16) 13200 13900 14300(20) 15200 15700 16100(24)

KG 5600(16) 6000 6300 6500(20) 6900 7100 7300(24)
PSI 29 33 36

BIAS KPA 200 225 250
20-24 LBS 9370(12) 10750(14)

KG 4250(12) 4875(14)

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD TRACTOR AND GRADER SERVICE
PSI 22 25 29 33 36 40 44

BIAS KPA 150 175 200 225 250 275 300
16.00-24TG LBS 6600 7150 7600 8050(12) 8800 9350 9900(16)

KG 3000 3250 3450 3650(12) 4000 4250 4500(16)
PSI 25 29 33 36 40 44 47 51 54

RADIAL KPA 175 200 225 250 275 300 325 350 375
16.00R24TG LBS 5680 6400 6950 7400 8050 8550 9100 9650 10200*

KG 2525 2900 3150 3250 3650 4875 4125 4375 4625*

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 44 47 51 54 58 62 65 69

BIAS KPA 300 325 350 375 400 425 450 475
16.00-24TG LBS 14780 15700(12) 16100 17100 17600 18200(16) 18700 19300

KG 6700 7100(12) 7300 7750 8000 8250(16) 8500 8750
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 46 51 54 58 62 65 69 73 76 80 83 94
BIAS KPA 275 300 325 350 375 400 425 450 475 500 525 550 575 650
16.00-25 LBS 9650 10200 10700 11000 11700 12000(20) 12300 12800 13200(24) 13900 14300 14300 14800(28) 16100(32)

KG 4375 4625 4875 5000 5300 5450(20) 5600 5800 6000(24) 6300 6500 6500 6700(28) 7300(32)
PSI 65 69 73 76 80 83 87 91 94 98 102

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700
16.00R25 LBS 11400 12000* 12300 12800 13200 13900 14300 14800 15200 15700 16100**

KG 5150 5450* 5600 5800 6000 6300 6500 6700 6900 7100 7300**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 69 73 76 80 83 87 91 94 98 102 105 109 112

BIAS KPA 475 500 525 550 575 600 625 650 675 700 725 750 775 Continued
16.00-25 LBS 19300 19800 20400 21500(20) 22000 22000 22700 23400(24) 24000 24700 24700 25400(28) 26000

KG 8750 9000 9250 9750(20) 10000 10000 10300 10600(24) 10900 11200 11200 11500(28) 11800
PSI 116 120 123 127 131 134 138 141 145 149
KPA 800 825 850 875 900 925 950 975 1000 1025
LBS 26800 26800 27600 27600(32) 28300 29100 29100 30000(36) 30000 30900 32000(40)��
KG 12150 12150 12500 12500(32) 12850 13200 13200 13600(36) 13600 14000 14500(40)�
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120 131

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825 900
16.00R25 LBS 19300 19800* 20400 21500 22000 22700 23400 24000 24700 25400 26000 26800 26800** 29100***

KG 8750 9000* 9250 9750 10000 10300 10600 10900 11200 11500 11800 12150 12150** 13200***

�� Permafoam inflation or special rim required.
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76 80 83 102
BIAS KPA 275 300 325 350 375 400 425 450 475 500 525 550 575 700
18.00-25 LBS 12300(16) 13200 13900 14300(20) 15200 15700 16100(24) 16500 17100 17600(28) 18200 18700 19300(32) 21500(40)

KG 5600(16) 6000 6300 6500(20) 6900 7100 7300(24) 7500 7750 8000(28) 8250 8500 8750(32) 9750(40)
PSI 65 69 73 76 80 83 87 91 94 98 102

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700
18.00R25 LBS 14800 15700* 16100 16500 17100 17600 18200 18700 19300 19800 20400**

KG 6700 7100* 7300 7500 7750 8000 8250 8500 8750 9000 9250**

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD TRACTOR AND GRADER SERVICE
PSI 25 29 33 36

BIAS KPA 175 200 225 250
18.00-25 LBS 8550 9100(12) 9900 11000(16)

KG 3875 4125(12) 4500 5000(16)
PSI 36 40 44 47 51

RADIAL KPA 250 275 300 325 350
18.00R25 LBS 9650 10500 11000 11700 12300*

KG 4375 4750 5000 5300 5600*

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 69 73 76 80 83 87 91 94 98 102 105 109 112

BIAS KPA 475 500 525 550 575 600 625 650 675 700 725 750 775 Continued
18.00-25 LBS 25400(20) 26000 26800 27600(24) 28300 29100 30000 30000(28) 30900 32000 32000 33100(32) 33100

KG 11500(20) 11800 12150 12500(24) 12850 13200 13600 13600(28) 14000 14500 14500 15000(32) 15000
PSI 116 120 123 127 131 134 138
KPA 800 825 850 875 900 925 950
LBS 34200 35300 35300(36) 36400 36400 37500 37500(40)
KG 15500 16000 16000(36) 16500 16500 17000 17000(40)
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120 131

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825 900
18.00R25 LBS 24700 26000* 26800 27600 28300 29100 30000 30900 32000 33100 33100 34200 35300** 37500***

KG 11200 11800* 12150 12500 12850 13200 13600 14000 14500 15000 15000 15500 16000** 17000***

For 18.00-25 Sand Service loads and inflations see page 97
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73
BIAS KPA 275 300 325 350 375 400 425 450 475 500
21.00-25 LBS 16100 17100 17600 18700 19300(24) 19800 20900(28) 21500 22000 22700(32)

KG 7300 7750 8000 8500 8750(24) 9000 9500(28) 9750 10000 10300(32)
PSI 25 29 33 36

BIAS KPA 175 200 225 250
22-25 LBS 7940(12) 9660(16)

KG 3600(12) 4380(16)
PSI 65 69 73 76 80 83 87 91 94 98 102

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700
21.0R25 LBS 19800 20400* 20900 22000 22700 23400 24000 25400 26000 26800 27600**

KG 9050 9250* 9500 10000 10300 10600 10900 11500 11800 12150 12500**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 116 120 123 127 131 134 138 141 145 149 152

BIAS KPA 800 825 850 875 900 925 950 975 1000 1025 1050
61X18.00-25 LBS 33100 33100 34200 34200 35300 35300 36400 36400 37500 37500 38600(44)

KG 15000 15000 15500 15500 16000 16000 16500 16500 17000 17000 17500(44)
PSI 73 78 80 83 87 91 94 98 102 105 109 112 116 120

BIAS KPA 500 525 550 575 600 625 650 675 700 725 750 775 800 825
21.00-25 LBS 33100(24) 34200 35300 36400(28) 37500 37500 38600(32) 39700 40800 41900(36) 43000 43000 44100 45400(40)

KG 15000(24) 15500 16000 16500(28) 17000 17000 17500(32) 18000 18500 19000(36) 19500 19500 20000 20600(40)
23/90-25 LBS 29100 30000 30900 32000(30) 32000 33100 34200 35300(36)

KG 13200 13600 14000 14500(30) 14500 15000 15500 16000(36)
PSI 36 40 44 47 51 54

BIAS KPA 250 275 300 325 350 375
22-25 LBS 13850 14600(12) 15350 16100 16850 17600(16)

KG 6375 6700(12) 7025 7350 7675 8000(16)
PSI 80 83 87 91 94 98 102 105 109 112 116 120 131

RADIAL KPA 550 575 600 625 650 675 700 725 750 775 800 825 900
21.00R25 LBS 33100* 34200 35300 36400 37500 38600 39700 40800 41900 4300 44100 45400** 48100***

KG 15000* 15500 16000 16500 17000 17500 18000 18500 19000 19500 20000 20600** 21800***

40 MPH (65 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
1800-25 LBS 4940 5840 6610 7390 8050 8820 9370 9920

KG 2240 2650 3000 3350 3650 4000 4250 4500
2100-25 LBS 6390 7610 8540 9650 10470 11350 12020 12790

KG 2900 3450 3875 4375 4750 5150 5450 5800
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76 80 83 87 91
BIAS KPA 275 300 325 350 375 400 425 450 475 500 525 550 575 600 625
18.00-33 LBS 14300 15200 16100 16500 17600 18200 18700(24) 19300 19800 20400(28) 21500 22000 22700(32) 22700 23400(36)

KG 6500 6900 7300 7500 8000 8250 8500(24) 8750 9000 9250(28) 9750 10000 10300(32) 10300 10600(36)
21.00-35 LBS 19300 19800 20900 22000 22700 24000 24700(28) 25400 26000 26800(32) 27600 28300(36)

KG 8750 9000 9500 10000 10300 10900 11200(28) 11500 11800 12150(32) 12500 12850(36)
PSI 65 69 73 76 80 83 87 91 94 98 102

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700
18.00R33 LBS 17100 17600* 18700 19300 19800 20400 21500 22000 22700 23400 24000**

KG 7750 8000* 8500 8750 9000 9250 9750 10000 10300 10600 10900**
21.00R33 LBS 22000 22700* 24000 24700 25400 26000 27600 28300 29100 30000 30900**

KG 10000 10300* 10900 11200 11500 11800 12500 12850 13200 13600 14000**
21.00R35 LBS 22700 23400* 24700 25400 26000 26800 28300 29100 30000 30900 32000**

KG 10300 10600* 11200 11500 11800 12150 12850 13200 13600 14000 14500**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 69 73 76 80 83 87 91 94 98 102 105 109 120

BIAS KPA 475 500 525 550 575 600 625 650 675 700 725 750 825
18.00-33 LBS 29100 30000 30900 32000(24) 33100 33100 34200 35300(28) 36400 36400 37500 38600(32) 40800(36)

KG 13200 13600 14000 14500(24) 15000 15000 15500 16000(28) 16500 16500 17000 17500(32) 18600(36)
21.00-35 LBS 38600 39700 40800 41900 43000(28) 44100 45400 46700(32) 46700 48100 49400 50700(36) 53600(42)

KG 17500 18000 18500 19000 19500(28) 20000 20600 21200(32) 21200 21800 22400 23000(36) 24000(42)
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120 131

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825 900
18.00R33 LBS 29100 30000* 30900 32000 33100 34200 35300 36400 36400 37500 38600 39700 40800** 43000***

KG 13200 13600* 14000 14500 15000 15500 16000 16500 16500 17000 17500 18000 18500** 19500***
21.00R33 LBS 37500 38600* 39700 40800 41900 43000 44100 45400 46700 48100 49400 50700 52000**

KG 17000 17500* 18000 18500 19000 19500 20000 20600 21200 21800 22400 23000 23600**
21.00R35 LBS 38600 39700* 40800 41900 43000 44100 45400 46700 48100 49400 50700 52000 53600**

KG 17500 18000* 18500 19000 19500 20000 20600 21200 21800 22400 23000 23600 24300**
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76 80 83
BIAS KPA 275 300 325 350 375 400 425 450 475 500 525 550 575
24.00-35 LBS 24700 26000 26800 28300 29100 30900(30) 32000 33100 34200(36) 34200 35300 36400 37500(42)

KG 11200 11800 12150 12850 13200 14000(30) 14500 15000 15500(36) 15500 16000 16500 17000(42)
PSI 65 69 73 76 80 83 87 91 94

BIAS KPA 450 475 500 525 550 575 600 625 650
24.00-43 LBS 36400 27500(36) 38600 39700 40800 41900(42) 43000 44100 45400(48)

KG 16500 17000(36) 17500 18000 18500 19000(42) 19500 20000 20600(48)
PSI 40 44 47 51 54 58 62 65 69 73 76 80 83

BIAS KPA 275 300 325 350 375 400 425 450 475 500 525 550 575
18.00-49 LBS 18200 19300 20400 20900 22000 22700 23400(24) 24700 25400 26000(28) 26800 27600 28300(32)

KG 8250 8750 9250 9500 10000 10300 10600(24) 11200 11500 11800(28) 12150 12500 12850(32)
21.00-49 LBS 23400 24000 25400 26800 28700 29100 30000 30900 32000 33100(32) 34200 34200(36)

KG 10600 10900 11500 12150 12500 13200 13600 14000 14500 15000(32) 15500 15500(36)
PSI 65 69 73 76 80 83 87 91 94 98 102

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700
24.00R35 LBS 29100 30000* 30900 32000 34200 35300 36400 37500 38600 39700 40800**

KG 13200 13600* 14000 14500 15500 16000 16500 17000 17500 18000 18500**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 69 73 76 80 83 87 91 94 98 102 105 109

BIAS KPA 475 500 525 550 575 600 625 650 675 700 725 750
24.00-35 LBS 49400 50700 52000(30) 53600 55100 56800 58400 58400(36) 60000 61500 64000 64000(42)

KG 22400 23000 23600(30) 24300 25000 25750 26500 26500(36) 27250 28000 29000 29000(42)
18.00-49 LBS 37500 38600 39700 40800(24) 41900 41900 43000 44100(28) 45400 46700 46700 48100(32)

KG 17000 17500 18000 18500(24) 19000 19000 19500 20000(28) 20600 21200 21200 21800(32)
21.00-49 LBS 46700 48100 49400 50700 52000 53600 55100 55100(32) 56800 58400 60000 60000(36)

KG 21200 21800 22400 23000 23600 24300 25000 25000(32) 25750 26500 27250 27250(36)
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120 131

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825 900
24.00R35 LBS 48100 50700* 53600 55100 56800 58400 60000 61500 64000 64000 66000 66000 68000** 74000***

KG 21800 23000* 24300 25000 25750 26500 27250 28000 29000 29000 30000 30000 30750** 33600***
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 47 51 54 58 62 65 69 73 76 80 83 87 91 94
BIAS KPA 325 350 375 400 425 450 475 500 525 550 575 600 625 650
24.00-49 LBS 32000 34200 35300 36480(30) 37500 39700 40800(36) 41900 43000 44100 45400(42) 46700 48100 48100(48)

KG 14500 15500 16000 16500(30) 17000 18000 18500(36) 19000 19500 20000 20600(42) 21200 21800 21800(48)
27.00-49 LBS 39700 41900 43000 45400 46700(36) 48100 49400 50700(42) 52000 53600 55100(48)

KG 18000 19000 19500 20600 21200(36) 21800 22400 23000(42) 23600 24300 25000(48)
PSI 65 69 73 76 80 83 87 91 94 98 102

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700
24.00R49 LBS 34200 36400* 37500 38600 40800 41900 43000 44100 45400 46700 48100**

KG 15500 16500* 17000 17500 18500 19000 19500 20000 20600 21200 21800**
27.00R49 LBS 43000 44100* 45400 48100 49400 50700 52000 55100 56800 58400 60000**

KG 19500 20000* 20600 21800 22400 23000 23600 25000 25750 26500 27250**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 69 73 76 80 83 87 91 94 98 102 105 109 112 123

BIAS KPA 475 500 525 550 575 600 625 650 675 700 725 750 775 850
24.00-49 LBS 58400 60000 61500(30) 64000 66000 68000 69500 71500(36) 71500 74000 76000 76000(42) 82700(48)

KG 26500 27250 28000(30) 29000 30000 30750 31500 32500(36) 32500 33500 34500 34500(42) 37500(48)
27.00-49 LBS 71500 74000 76000 78500 80500(36) 82500 85500 88000 88000(42) 91000 93500 93500 96500(48)

KG 32500 33500 34500 35500 36500(36) 37500 38750 40000 40000(42) 41250 42500 42500 43750(48)
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825
24.00R49 LBS 58400 60000* 61500 64000 66000 68000 69500 71500 74000 76000 78500 80500 82500**

KG 26500 27250* 28000 29000 30000 30750 31500 32500 33500 34500 35500 36500 37500**
27.00R49 LBS 71500 74000* 76000 78500 82500 85500 85500 88000 91000 93500 96500 99000 99000**

KG 32500 33500* 34500 35500 37500 38750 38750 40000 41250 42500 43750 45000 45000**
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76 80 83
BIAS KPA 275 300 325 350 375 400 425 450 475 500 525 550 575
30.00-51 LBS 44100 46700 49400 50700 53600 55100 56800 60000 61500 64000(46) 64000 66000(52)

KG 20000 21200 22400 23000 24300 25000 25750 27250 28000 29000(46) 29000 30000(52)
33.00-51 LBS 52000 53600 56800 60000 61500 64000 66000 69500 71500 74000(50) 76000 78500 78500(58)

KG 23600 24300 25750 27250 28000 29000 30000 31500 32500 33500(50) 34500 35500 35500(58)
PSI 65 69 73 76 80 83 87 91 94 98 102

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700
30.00R51 LBS 52000 55100* 56800 58400 61500 64000 66000 68000 69500 71500 74000**

KG 23600 25000* 25750 26500 28000 29000 30000 30750 31500 32500 33500**
33.00R51 LBS 60000 64000* 66000 68000 71500 74000 76000 78500 80500 82500 85500**

KG 27250 29000* 30000 30750 32500 33500 34500 35500 36500 37500 38750**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 69 73 76 80 83 87 91 94 98 102 105 109

BIAS KPA 475 500 525 550 575 600 625 650 675 700 725 750
30.00-51 LBS 88000 91000 93500 96500 99000 102000 104500 107500(46) 110000 113500 113500 117000(52)

KG 40000 41250 42500 43750 45000 46250 47500 48750(46) 50000 51500 51500 53000(52)
33.00-51 LBS 104500 107500 110000 113500 117000 120000 120000 123500(50) 128000 128000 132500 135500(58)

KG 47500 48750 50000 51500 53000 54500 54500 56000(50) 58000 58000 60000 61500(58)
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825
30.00R51 LBS 88000 91000* 93500 99000 100000 104500 107500 110000 113500 117000 120000 120000 123500**

KG 40000 41250* 42500 45000 46250 47500 48750 50000 51500 53000 54500 54500 56000**
33.00R51 LBS 102000 107500* 110000 113500 117000 120000 123500 128000 132500 132500 139000 139000 143500**

KG 46250 48750* 50000 51500 53000 54500 56000 58000 60000 60000 63000 63000 65000**

40 MPH (65 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
36.00-51 LBS 24700 29100 33100 37500 40800 44100 46700 50700

KG 11200 13200 15000 17000 18500 20000 21200 23000
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76 80 83
BIAS KPA 275 300 325 350 375 400 425 450 475 500 525 550 575
36.00-51 LBS 61500 66000 69500 71500 76000(42) 78500 80500 82500(50) 85500 88000 91000(58)

KG 28000 30000 31500 32500 34500(42) 35500 36500 37500(50) 38750 40000 41250(58)
40.00-57 LBS 80500 85500 88000 91000 96500 99000 102000 107500 110000(60) 113500 117000 120000(68)

KG 36500 38750 40000 41250 43750 45000 46250 48750 50000(60) 51500 53000 54500(68)
PSI 65 69 73 76 80 83 87 91 94 98 102 105 109

RADIAL KPA 450 475 500 525 550 575 600 625 650 675 700 725 750
36.00R51 LBS 74000 78500* 80500 82500 85500 88000 91000 93500 96500 99000 102000**

KG 33500 35500* 36500 37500 38750 40000 41250 42500 43750 45000 46250**
39/90R53 LBS 74000 78500* 80500 82500 85500 88000 91000 93500 96500 99000 102000**

KG 33500 35500* 36500 37500 38750 40000 41250 42500 43750 45000 46250**
37.00R57 LBS 82500 85500* 88000 91000 96500 99000 102000 104500 107500 110000 113500**

KG 37500 38750* 40000 41250 43750 45000 46250 47500 48750 50000 51500**
40.00R57 LBS 93500 99000* 102000 107500 110000 113500 117000 120000 123500 128000 132500**

KG 42500 45000* 46250 48750 50000 51500 53000 54500 56000 58000 60000**
44/95R57 LBS 96500 102000 104500 110000 113500 117000 120000 123500 128000 132500 135500**

KG 43750 46250 47500 50000 51500 53000 54500 56000 58000 60000 61500**
45R57 � LBS 93500 99000* 102000 107500 110000 113500 117000 120000 123500 128000 132500** 135500 139000

KG 42500 45000* 46250 48750 50000 51500 53000 54500 56000 58000 60000** 61500 63000
46/90R57 LBS 99000 104500* 107500 113500 117000 120000 123500 128000 132500 135500 139000**

KG 45000 47500* 48750 51500 53000 54500 56000 58000 60000 61500 63000**

5 MPH (10 KM/H) OFF-THE-ROAD SLOW SPEED SERVICE
PSI 69 73 76 80 83 87 91 94 98 102 105

BIAS KPA 475 500 525 550 575 600 625 650 675 700 725
36.00-51 LBS 128000(42) 128000 132500 139000 143500 143500(50) 147500 153000 156500(58)

KG 58000(42) 58000 60000 63000 65000 65000(50) 67000 69000 71000(58)
40.00-57 LBS 161000 165500 171000 176500 182000 182000 187500 193000(60) 198500 204000 204000(68)

KG 73000 75000 77500 80000 82500 82500 85000 87500(60) 90000 92500 92500(68)
PSI 76 80 83 87 91 94 98 102 105 109 112 116 120

RADIAL KPA 525 550 575 600 625 650 675 700 725 750 775 800 825
36.00R51 LBS 123500 128000* 132500 139000 143500 147500 152000 156500 161000 165500 165500 171000 176500**

KG 56000 58000* 60000 63000 65000 67000 69000 71000 73000 75000 75000 77500 80000**
39/90R53 LBS 123500 128000* 132500 139000 143500 147500 152000 156500 161000 165500 165500 171000 176500**

KG 56000 58000* 60000 63000 65000 67000 69000 71000 73000 75000 75000 77500 80000**
37.00R57 LBS 132500 135500* 139000 143500 147500 152000 156500 161000 165500 171000 176500 176500 182000**

KG 60000 61500* 63000 65000 67000 69000 71000 73000 75000 77500 80000 80000 82500**
40.00R57 LBS 161000 165500* 171000 176500 182000 187500 193000 198500 204000 209400 215000 220500 220500**

KG 73000 75000* 77500 80000 82500 85000 87500 90000 92500 95000 97500 100000 100000**
45R57  � LBS 161000 165500* 171000 176500 182000 187500 193000 198500 204000 209400 215000 220500 220500**

KG 73000 75000* 77500 80000 82500 85000 87500 90000 92500 95000 97500 100000 100000**
46/90R57 LBS 165500 171000* 176500 182000 187500 193000 198500 204000 209400 215000 220500 220500 227000**

KG 75000 77500* 80000 82500 85000 87500 90000 92500 95000 97500 100000 100000 103000**

�  Consult manufacturer for operating recommentations.
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 25 29 33 36 40 44 47 51 54 58
BIAS KPA 175 200 225 250 275 300 325 350 375 400

15.5-25 LBS 5680(8) 6150 6600 7150(12)
KG 2575(8) 2800 3000 3250(12)

17.5-25 LBS 6800 7400 8050(12) 8550 8800 9350(16) 9900 10200 10700 11000(20)
KG 3075 3350 3650(12) 3875 4000 4250(16) 4500 4625 4875 5000(20)

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525

15.5R25 LBS 6150 6600 6950 7400 7850* 8050 8550 8800 9350 9650 9900**
KG 2800 3000 3150 3350 3550* 3650 3875 4000 4250 4375 4500**

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD  TRACTOR AND GRADER SERVICE
PSI 22 25 29 33 36 40 44 47

BIAS KPA 150 175 200 225 250 275 300 325

15.5-25 LBS 4300(8) 4800(10) 5200 5520 5840(12)
KG 1950(8) 2180(10) 2360 2580 2650(12)

17.5-25 LBS 5200 5680 6400(12) 6600(14) 6950 7400(16) 7850 8050(20)
KG 2360 2575 2900(12) 3000(14) 3150 3350(16) 3550 3650(20)

PSI 25 29 33 36 40 44
RADIAL KPA 175 200 225 250 275 300

15.5R25 LBS 4400 4800 5200 5680 6150 6600*
KG 2000 2180 2360 2575 2800 3000*

5 MPH (10KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 33 36 40 44 47 51 54 58 62 65 69 73 76 80 83

BIAS KPA 225 250 275 300 325 350 375 400 425 450 475 500 525 550 575

15.5-25 LBS 8800 9350(8) 9900 10500 10700(10) 11400 11700 12300(12)
KG 4000 4250(8) 4500 4750 4875(10) 5150 5300 5600(12)

17.5-25 LBS 10500 11000 11700 12300 12800 13600(12) 13900 14800(14) 15200 15700 16100(16) 16500 17100 17600 18200(20)
KG 4750 5000 5300 5600 5800 6150(12) 6300 6700(14) 6900 7100 7300(16) 7500 7750 8000 8250(20)

PSI 29 33 36 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450 475 500 525 continued

15.5R25 LBS 6600 7150 7600 8250 8800 9350 9900 10500 11000 11400 12000 12300 12800* 13600
KG 3000 3250 3450 3750 4000 4250 4500 4750 5000 5150 5450 5600 5800* 6150

PSI 80 83 87 91 94
KPA 550 575 600 625 650

LBS 13900 14300 14800 15200 15700**

KG 6300 6500 6700 6900 7100**
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
17.5R25 LBS 7400 7850 8250 8800 9100* 9650 10200 10500 11000 11400 12000**

KG 3350 3550 3750 4000 4125* 4375 4625 4750 5000 5150 5450**

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD ARTICULATE DUMP SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65

RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450
17.5R25 LBS 6800 7400 8050 8550 9100* 9650 10200 10700 11400 12000** 12300

KG 3075 3350 3650 3875 4125* 4375 4625 4875 5150 5450** 5600

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD TRACTOR AND GRADER SERVICE
PSI 25 29 33 36 40 44

RADIAL KPA 175 200 225 250 275 300
17.5R25 LBS 5200 5680 6400 6800 7400 8050*

KG 2360 2575 2900 3075 3350 3650*

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65 69 73 76

BIAS KPA 200 225 250 275 300 325 350 375 400 425 450 475 500 525 continued
17.5R25 LBS 8050 8800 9350 10200 10700 11700 12300 12800 13200 13600 14300 14800 15700* 16100

KG 3650 4000 4250 4625 4850 5300 5600 5800 6000 6150 6500 6700 7100* 7300

PSI 80 83 87 91 94 116
KPA 550 575 600 625 650 800
LBS 16500 17100 17600 18200 18700** 22000***

KG 7500 7750 8000 8250 8500** 10000***
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
20.5R25 LBS 9650 10500 11000 11700 12300* 12800 13600 14300 14800 15200 16100**

KG 4375 4750 5000 5300 5600* 5800 6150 6500 6700 6900 7300**

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD ARTICULATED DUMP SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65

RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450
20.5R25 LBS 8800 9650 10500 11000 12000 12800* 13200 13900 14800 15200 16100**

KG 4000 4375 4750 5000 5450 5800* 6000 6300 6700 6900 7300**

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD TRACTOR AND GRADER SERVICE
PSI 25 29 33 36 40 44

RADIAL KPA 175 200 225 250 275 300
20.5R25 LBS 6950 7600 8550 9100 9650 10200*

KG 3150 3450 3825 4125 4375 4625*

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65 69 73 76

RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450 475 500 525 continued
20.5R25 LBS 10500 11400 12300 13200 13900 14800 15700 16500 17600 18200 19300 19800 20900* 21500

KG 4750 5150 5600 6000 6300 6700 7100 7500 8000 8250 8750 9000 9500* 9750
PSI 80 83 87 91 94
KPA 550 575 600 625 650
LBS 22000 22700 24000 24700 25400**

KG 10000 10300 10900 11200 11500**
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 25 29 33 36 40 44 47
BIAS KPA 175 200 225 250 275 300 325
20.5-25 LBS 9100 9900(12) 10700 11400 12000(16) 12800 13200(20)

KG 4125 4500(12) 4875 5150 5450(16) 5800 6000(20)

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD TRACTOR AND GRADER SERVICE
PSI 22 25 29 33 36 40

BIAS KPA 150 175 200 225 250 275
20.5-25 LBS 6950 7850(12) 8250 8800(16) 9350 9900(20)

KG 3150 3550(12) 3750 4000(16) 4250 4500(20)

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 33 36 40 44 47 51 54 58 62 65 69 73 76

BIAS KPA 225 250 275 300 325 350 375 400 425 450 475 500 525
20.5-25 LBS 13900 14800(12) 15700 16500 17100 18200(16) 18700 19300 20400 20900(20) 21500 22000 22700(24)

KG 6300 6700(12) 7100 7500 7750 8250(16) 8500 8750 9250 9500(20) 9750 10000 10300(24)
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
23.5R25 LBS 12300 13200 14300 14800 15700* 16500 17100 18200 18700 19800 20400**

KG 5600 6000 6500 6700 7100* 7500 7750 8250 8500 9000 9250**

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD ARTICULATED DUMP SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65

RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450
23.5R25 LBS 11000 12000 13200 13900 14800 16100* 16500 17600 18700 19300 20400**

KG 5000 5450 6000 6300 6700 7300* 7500 8000 8500 8750 9250**

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD TRACTOR AND GRADER SERVICE
PSI 25 29 33 36 40 44

RADIAL KPA 175 200 225 250 275 300
23.5R25 LBS 8800 9900 10700 11700 12300 13200*

KG 4000 4500 4875 5300 5600 6000*

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65 69 73 76

RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450 475 500 525 continued
23.5R25 LBS 13200 14300 15700 17100 18200 19300 20400 21500 22700 23400 24700 25400 26800* 27600

KG 6000 6500 7100 7750 8250 8750 9250 9750 10300 10600 11200 11500 12150* 12500
PSI 80 83 87 91 94
KPA 550 575 600 625 650
LBS 28300 29100 30000 30900 32000**

KG 12850 13200 13600 14000 14500**
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 25 29 33 36 40 44 47 51
BIAS KPA 175 200 225 250 275 300 325 350
23.5-25 LBS 11700(12) 12800 13600(16) 14300 15200 16100(20) 17100 17600(24)

KG 5300(12) 5800 6150(16) 6500 6900 7300(20) 7750 8000(24)

25 MPH (40 KM/H) MAXIMUM SPEED OFF-THE-ROAD TRACTOR AND GRADER SERVICE
PSI 22 25 29 33 36

BIAS KPA 150 175 200 225 250
23.5-25 LBS 8800(12) 9650 10500(16) 11400 12000(20)

KG 4000(12) 4375 4750(16) 5150 5450(20)

5 MPH (10 KM/H) MAXIMUM OFF-THE-ROAD SLOW SPEED SERVICE
PSI 33 36 40 44 47 51 54 58 62 65 69 73 76

BIAS KPA 225 250 275 300 325 350 375 400 425 450 475 500 525 continued
23.5-25 LBS 17600(12) 18700 19800 20900(16) 22000 23400 24000(20) 24700 26000 26800 27600(24) 28300 29100

KG 8000(12) 8500 9000 9500(16) 10000 10600 10900(20) 11200 11800 12150 12500(24) 12850 13200
PSI 80 83 87 91 94 98 102 105 109 112
KPA 550 575 600 625 650 675 700 725 750 775
LBS 30000(28) 30900 32000 32000(32) 33100 34200 34200(36) 35300 36400 36400(40)

KG 13600(28) 14000 14500 14500(32) 15000 15500 15500(36) 16000 16500 16500(40)
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
26.5R25 LBS 15700 16500 17600 18700 19800* 20900 21500 22700 23400 24700 25400**

KG 7100 7500 8000 8500 9000* 9500 9750 10300 10600 11200 11500**
PSI 25 29 33 36 40 44 47 51

BIAS KPA 175 200 225 250 275 300 325 350
26.5-25 LBS 14800 16100 17100 18200(20) 19300 20400(24) 20900(26) 22000(28)

KG 6700 7300 7750 8250(20) 8750 9250(24) 9500(26) 10000(28)

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD ARTICULATED DUMP SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65

RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450
26.5R25 LBS 13900 15200 16500 17600 18700 19800* 20900 22000 23400 24000 25400**

KG 6300 6900 7500 8000 8500 9000* 9500 10000 10600 10900 11500**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65 69 73 76

RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450 475 500 525 continued
26.5R25 LBS 16500 18200 19800 20900 22700 24000 25400 26800 28300 29100 30900 32000 33100* 34200

KG 7500 8250 9000 9500 10300 10900 11500 12150 12850 13200 14000 14500 15000* 15500
PSI 80 83 87 91 94 116
KPA 550 575 600 625 650 800
LBS 35300 36400 37500 39700 40800** 46700***
KG 16000 16500 17000 18000 18500** 21800***
PSI 33 36 40 44 47 51 54 58 62 65 69 73 76 80

BIAS KPA 225 250 275 300 325 350 375 400 425 450 475 500 525 550
26.5-25 LBS 22000(14) 24000 25400 26800 27600 29100(20) 30000 30900(24) 32000 33100(26) 34200(28) 35300 36400 37500(32)

KG 10000(14) 10900 11500 12150 12500 13200(20) 13600 14000(24) 14500 15000(26) 15500(28) 16000 16500 17000(32)
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
29.5R25 LBS 18700 20400 21500 22700 24000* 25400 26000 27600 28300 30000 30900**

KG 8500 9250 9750 10300 10900* 11500 11800 12500 12850 13600 14000**
PSI 25 29 33 36 40 44 47 51 54 58

BIAS KPA 175 200 225 250 275 300 325 350 375 400
29.5-25 LBS 17600 19300 20400 22000(22) 23400 24000 25400(28) 26800 27600 29100(34)

KG 8000 8750 9250 10000(22) 10600 10900 11500(28) 12150 12500 13200(34)

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD ARTICULATED DUMP SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65

RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450
29.5R25 LBS 16500 18200 19800 20900 22700 24000* 25400 26800 28300 29100 30900**

KG 7500 8250 9000 9500 10300 10900* 11500 12150 12850 13200 14000**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 58 62 65 69 73 76 80 83 87 91 94 116

RADIAL KPA 400 425 450 475 500 525 550 575 600 625 650 800
29.5R25 LBS 34200 35300 37500 38600 39700* 41900 43000 44100 45400 46700 49400** 56800***

KG 15500 16000 17000 17500 18000* 19000 19500 20000 20600 21200 22400** 25750***
PSI 33 36 40 44 47 51 54 58 62 65 69 73 76

BIAS KPA 225 250 275 300 325 350 375 400 425 450 475 500 525
29.5-25 LBS 26800 28300(16) 30000 32000 33100(22) 35300 36400 37500 38600(28) 40800 41900 43000 44100(34)

KG 12150 12850(16) 13600 14500 15000(22) 16000 16500 17000 17500(28) 18500 19000 19500 20000(34)

40 MPH (65 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
29.5-25 LBS 8540 10200 11680 12790 14330 15210 16530 17640

KG 3875 4625 5300 5800 6500 6900 7500 8000

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD SAND SERVICE
PSI 11 15 18 22 25 29 33 36

BIAS KPA 75 100 125 150 175 200 225 250
29.5-25 LBS 10470 12350 13890 15650 17090 18190 19840 20940

KG 4750 5600 6300 7100 7750 8250 9000 9500
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
26.5R29 LBS 16500 17600 18700 19800 20900* 22000 23400 24000 25400 26000 27600**

KG 7500 8000 8500 9000 9500* 10000 10600 10900 11500 11800 12500**
PSI 25 29 33 36 40 44 47 51 54 58

BIAS KPA 175 200 225 250 275 300 325 350 375 400
26.5-29 LBS 15700 17100 18200 19300 20400(22) 21500 22700(26)

KG 7100 7750 8250 8750 9250(22) 9750 10300(26)
29.5-29 LBS 18700 20400 22000 23400(22) 24700 26000 26800(28) 28300 29100 30900(34)

KG 8500 9250 10000 10600(22) 11200 11800 12150(28) 12850 13200 14000(34)

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 58 62 65 69 73 76 80 83 87 91 94

RADIAL KPA 400 425 450 475 500 525 550 575 600 625 650
26.5R29 LBS 30000 30900 33100 34200 35300* 36400 38600 39700 40800 41900 43000**

KG 13600 14000 15000 15500 16000* 16500 17500 18000 18500 19000 19500**
PSI 33 36 40 44 47 51 54 58 62 65 69 73 76

BIAS KPA 225 250 275 300 325 350 375 400 425 450 475 500 525
26.5-29 LBS 24000 25400 26800 28300 30000 30900 32000(22) 33100 34200 35300(26) 37500 38600 39700(30)

KG 10900 11500 12150 12850 13600 14000 14500(22) 15000 15500 16000(26) 17000 17500 18000(30)
29.5-29 LBS 28300 30900 32000 34200 35300(22) 37500 38600 39700 41900(28) 43000 44100 45400 46700(34)

KG 12850 14000 14500 15500 16000(22) 17000 17500 18000 19000(28) 19500 20000 20600 21200(34)
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
29.5R29 LBS 20400 21500 22700 24000 25400* 26800 27600 29100 30000 32000 33100**

KG 9250 9750 10300 10900 11500* 12150 12500 13200 13600 14500 15000**
33.25R29 LBS 24700 26800 28300 30000 30900* 33100 34200 36480 37500 38600 40800**

KG 11200 12150 12850 13600 14000* 15000 15500 16500 17000 17500 18500**
PSI 25 29 33 36 40 44 47 51 54 58

BIAS KPA 175 200 225 250 275 300 325 350 375 400
33.25-29 LBS 22700 24700 26800 28300 30000(26) 30900 33100(32)

KG 10300 11200 12150 12850 13600(26) 14000 15000(32)
33.5-33 LBS 25400 27600 29100 30900 33100 35300 36400(32) 38600 39700 40800(38)

KG 11500 12500 13200 14000 15000 16000 16500(32) 17500 18000 18500(38)
37.5-33 LBS 30900 33100 35300 37500 39700(30) 41900 44100(36) 45500 48100 49400(42)

KG 14000 15000 16000 17000 18000(30) 19000 20000(36) 20600 21800 22400(42)

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 58 62 65 69 73 76 80 83 87 91 94

RADIAL KPA 400 425 450 475 500 525 550 575 600 625 650
29.5R29 LBS 36400 37500 39700 40800 43000* 44100 45400 46700 49400 50700 52000**

KG 16500 17000 18000 18500 19500* 20000 20600 21200 22400 23000 23600**
33.25R29 LBS 44100 46700 48100 50700 52000* 53600 56800 58400 60000 61500 64000**

KG 20000 21200 21800 23000 23600* 24300 25750 26500 27250 28000 29000**
PSI 33 36 40 44 47 51 54 58 62 65

BIAS KPA 225 250 275 300 325 350 375 400 425 450
33.25-29 LBS 35300 37500 38600(20) 40800 43000 45400(26) 46700 48100 50700 52000(32)

KG 16000 17000 17500(20) 18500 19500 20600(26) 21200 21800 23000 23600(32)
PSI 44 47 51 54 58 62 65 69 73 76 80 83 87

BIAS KPA 300 325 350 375 400 425 450 475 500 525 550 575 600
33.5-33 LBS 45400 48100 49400 52000 53600 56800(32) 58400 60000 61500 64000(38) 66000 66000 68000(44)

KG 20600 21800 22400 23600 24300 25750(32) 26500 27250 28000 29000(38) 30000 30000 30750(44)
PSI 33 36 40 44 47 51 54 58 62 65 69 73 76

BIAS KPA 225 250 275 300 325 350 375 400 425 450 475 500 525
37.5-33 LBS 46700 49400 52000 55100 56800 60000 61500(30) 64000 68000 69500(36) 71500 74000 76000(42)

KG 21200 22400 23600 25000 25750 27250 28000(30) 29000 30750 31500(36) 32500 33500 34500(42)
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 25 29 33 36 40 44 47 51 54 58 62 65 69 73 76
BIAS KPA 175 200 225 250 275 300 325 350 375 400 425 450 475 500 525
29.5-35 LBS 20400 22000 24000 25400 26800 28300 30000(28) 30900 32000 33100(34)

KG 9250 10000 10900 11500 12150 12850 13600(28) 14000 14500 15000(34)
33.25-35 LBS 24700 26800 28300 30900 32000 34200 35300(32) 37500 38600 39700(38) 41900 43000 44100 45400 46700(50)

KG 11200 12150 12850 14000 14500 15500 16000(32) 17000 17500 18000(38) 19000 19500 20000 20600 21200(50)
PSI 40 44 47 51 54 58 62 65 69 73 76

RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
33.25R35 LBS 26800 28300 30900 32000 34200* 35300 37500 38600 40800 41900 44100**

KG 12150 12850 14000 14500 15500* 16000 17000 17500 18500 19000 20000**

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 58 62 65 69 73 76 80 83 87 91 94

RADIAL KPA 400 425 450 475 500 525 550 575 600 625 650
33.25R35 LBS 48100 50700 53600 55100 56800* 58400 61500 64000 66000 68000 69500**

KG 21800 23000 24300 25000 25750* 26500 28000 29000 30000 30750 31500**
PSI 33 36 40 44 47 51 54 58 62 65 69 73 76 102

BIAS KPA 225 250 275 300 325 350 375 400 425 450 475 500 525 700
29.5-35 LBS 30900 33100 35300 37500 38600 40800 41900 44100 45400(28) 46700 48100 49400 50700(34)

KG 14000 15000 16000 17000 17500 18500 19000 20000 20600(28) 21200 21800 22400 23000(34)
33.25-35 LBS 37500 39700 41900(20) 44100 46700 49400(26) 50700 53600 55100 56800(32) 58400 60000 61500(38) 74000(50)

KG 17000 18000 19000(20) 20000 21200 22400(26) 23000 24300 25000 25750(32) 26500 27250 28000(38) 33500(50)
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
37.25R35 LGS 32000 34200 36400 38600 40800* 43000 45400 46700 49400 50700 52000**

KG 14500 15500 16500 17500 18500* 19500 20600 21200 22400 23000 23600**
37.5R39 LBS 35300 37500 39700 41900 44100* 46700 48100 50700 52000 55100 56800**

KG 16000 17000 18000 19000 20000* 21200 21800 23000 23600 25000 25750**
PSI 25 29 33 36 40 44 47 51 54 58 62 65 69

BIAS KPA 175 200 225 250 275 300 325 350 375 400 425 450 475
37.25-35 LBS 30000 32000 34200 36400 38600(30) 40800 43000(36) 44100 46800 48100(42)

KG 13600 14500 15500 16500 17500(30) 18500 19500(36) 20000 21200 21800(42)
37.5-39 LBS 33100 35300 37500 40800 43000 45400 47000(36) 49400 50700 53600(44) 55100 56800 58400(52)

KG 15000 16000 17000 18500 19500 20600 21200(36) 22400 23000 24300(44) 25000 25750 26500(52)

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 58 62 65 69 73 76 80 83 87 91 94

RADIAL KPA 400 425 450 475 500 525 550 575 600 625 650
37.25R35 LBS 58400 60000 64000 66000 68000* 71500 74000 76000 78500 80500 82500**

KG 26500 27250 29000 30000 30750* 32500 33500 34500 35500 36500 37500**
37.5R39 LBS 61500 66000 68000 71500 74000* 76000 78500 82500 85500 88000 91000**

KG 28000 30000 30750 32500 33500* 34500 35500 37500 38750 40000 41250**
PSI 33 36 40 44 47 51 54 58 62 65 69 73 76

BIAS KPA 225 250 275 300 325 350 375 400 425 450 475 500 525
37.25-35 LBS 45400 48100 50700 53600 56800 58400 61500(30) 64000 66000 68000(36) 69500 71500 74000(42)

KG 20600 21800 23000 24300 25750 26500 28000(30) 29000 30000 30750(36) 31500 32500 33500(42)
PSI 44 47 51 54 58 62 65 69 73 76 80 83 87 91 94

BIAS KPA 300 325 350 375 400 425 450 475 500 525 550 575 600 625 650
37.5-39 LBS 58400 61500 64000 68000 69500 71500 74000(36) 76000 78500 82500 82500(44) 85500 88000 91000 93500(52)

KG 26500 28000 29000 30750 31500 32500 33500(36) 34500 35500 37500 37500(44) 38750 40000 41250 42500(52)
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LOAD LIMITS AT COLD INFLATION PRESSURES
30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD HAULAGE SERVICE

PSI 40 44 47 51 54 58 62 65 69 73 76
RADIAL KPA 275 300 325 350 375 400 425 450 475 500 525
40.5/75R39 LBS 39700 41900 45400 48100 49400* 52000 55100 56800 60000 61500 64000**

KG 18000 19000 20600 21800 22400* 23600 25000 25750 27250 28000 29000**
PSI 25 29 33 36 40 44 47 51 54 58

BIAS KPA 175 200 225 250 275 300 325 350 375 400
37.5-51 LBS 37500 39700 43000 45400 48100 50700 53600(36) 55100 58400 60000(44)

KG 17000 18000 19500 20600 21800 23000 24300(36) 25000 26500 27250(44)

5 MPH (10 KM/H) MAXIMUM SPEED OFF-THE-ROAD SLOW SPEED SERVICE
PSI 58 62 65 69 73 76 80 83 87 91 94

RADIAL KPA 400 425 450 475 500 525 550 575 600 625 650
40.5/75R39 LBS 71500 74000 78500 80500 82500* 88000 91000 93500 96500 99000 102000**

KG 32500 33500 35500 36500 37500* 40000 41250 42500 43750 45000 46250**
PSI 44 47 51 54 58 62 65 69 73 76 80 83 87 94 102

BIAS KPA 300 325 350 375 400 425 450 475 500 525 550 575 600 650 700
41.25/70-39 LBS 64000 66000(34) 69500 71500 74000 78500 80500 82500(42) 85500 88000 91000

KG 29000 30000(34) 31500 32500 33500 35500 36500 37500(42) 38750 40000 41250
37.5-51 LBS 66000 69500 74000 76000 78500 82500 85500(36) 88000 91000 93500 93500(44)

KG 30000 31500 33500 34500 35500 37500 38750(36) 40000 41250 42500 42500(44)
49/75-51 LBS 107500 113500 117000 123500(40) 128000 132500 135500(48) 139000 143500(54) 147500 152000 156500(62) 161000 171000(68) 176500(74)

KG 48750 51500 53000 56000(40) 58000 60000 61500(48) 63000 65000(54) 67000 69000 71000(62) 73000 77500(68) 80000(74)
49.5-57 LBS 128000 132500 139000 143500 152000(44) 156000 161000 165000 171000 176500 182000(60) 187500 187500 193000(68)

KG 58000 60000 63000 65000 69000(44) 71000 73000 75000 77500 80000 82500(60) 85000 85000 87500(68)
50/80-57 LBS 128000 135500 139000 147500 152000(44) 156500 161000 165500 171000 176500 182000(60) 187500 193000 198500(68)

KG 58000 61500 63000 67000 69000(44) 71000 73000 75000 77500 80000 82500(60) 85000 87500 90000(68)
52/80-57 LBS 135500 139000 147500 152000 161000(44) 165500 171000 176500 182000 187500 193000 198500 204000(68)

KG 61500 63000 67000 69000 73000(44) 75000 77500 80000 82500 85000 87500 90000 92500(68)
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LOAD LIMITS AT COLD INFLATION PRESSURES
5 MPH (10 KM/H) MAXIMUM OFF-THE-ROAD SLOW SPEED SERVICE

PSI 58 62 65 69 73 76 80 83 87 91
RADIAL KPA 400 425 450 475 500 525 550 575 600 625
25/55R25 LBS 17600 18700 19300 20400*

KG 8000 8500 8750 9250*
550/65R25 LBS 16500 17600 18200 18700* 19800 20400 20900 22000 22700 23400**
(22/65R25) KG 7500 8000 8250 8500* 9000 9250 9500 10000 10300 10600**

600/65R25 LBS 19300 19800 20900 21500* 22700 23400 24000 24700 26000 26800**
KG 8750 9000 9500 9750* 10300 10600 10900 11200 11800 12150**

25/65R25 LBS 19800 20400 21500 22700* 23400 24000 25400 26000 26800 27600**
KG 9000 9500 9750 10300* 10600 10900 11500 11800 12150 12500**

650/65R25 LBS 22000 23400 24000 25400* 26000 26800 28300 29100 30000 30900**
KG 10000 10600 10900 11500* 11800 12150 12850 13200 13600 14000**

750/65R25 LBS 30000 30900 33100 34200* 35300 36400 37500 38600 39700 41900**
(30/65R25) KG 13600 14000 15000 15500* 16000 16500 17000 17500 18000 19000**

775/65R29 LBS 33100 34200 35300 37500* 38600 39700 40800 41900 44100 45400**
(800/65R29) KG 14500 15500 16000 17000* 17500 18000 18500 19000 20000 20600**

30/65R29 LBS 30900 32000 34200 35300* 36400 37500 38600 39700 40800 41900**
KG 14000 14500 15500 16000* 16500 17000 17500 18000 18500 19000**

875/65R29 LBS 40800 43000 44100 46700* 48100 49400 52000 53600 55100 56800**
KG 18500 19500 20000 21200* 21800 22400 23600 24300 25000 25750**

30 MPH (50 KM/H) MAXIMUM SPEED OFF-THE-ROAD ARTICULATED DUMP SERVICE
PSI 29 33 36 40 44 47 51 54 58 62 65 69 73

RADIAL KPA 200 225 250 275 300 325 350 375 400 425 450 475 500
600/65R25 LBS 8550 9350 10200 10700 11700 12300* 12800 13600 14300 15200**

KG 3875 4250 4625 4875 5300 5600* 5800 6150 6500 6900**
25/65R25 LBS 8800 9650 10500 11000 12000 12800* 13600 13900 14800 15700**

KG 4000 4375 4750 5000 5450 5800* 6150 6300 6700 7100**
650/65R25 LBS 9900 10700 11700 12300 13200 14300* 15200 15700 16500 17600**

KG 4500 4875 5300 5600 6000 6500* 6900 7100 7500 8000**
750/65R25 LBS 13200 14300 15700 17100 18200 19300* 20400 21500 22700 23400**

(30/65R25) KG 6000 6500 7100 7750 8250 8750* 9250 9750 10000 10600**
30/65R29 LBS 15700 17100 18200 19800 20900 22000* 23400 24700 26000 27600**

KG 7100 7750 8250 9000 9500 10000* 10600 11200 11800 12500**
775/65R29 LBS 16100 17600 18700 20400 21500 22700* 24000 25400 26800 28300**

KG 7300 8000 8500 9250 9750 10300* 10900 11500 12150 12850**
875/65R29 LBS 19300 20900 22700 24700 26000 27600* 29100 30900 32000 34200**

KG 8750 9500 10300 11200 11800 12500* 13200 14000* 14500 15500**
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LOAD LIMITS AT COLD INFLATION PRESSURES
5 MPH (10 KM/H) MAXIMUM OFF-THE-ROAD SLOW SPEED SERVICE

PSI 58 62 65 69 73 76 80 83 87 91 94
RADIAL KPA 400 425 450 475 500 525 550 575 600 625 650
875/65R33 LBS 43000 45400 46700 49400 50700* 52000 55100 56800 58400 60000 61500**
(35/65R33) KG 19500 20600 21200 22400 23000* 23600 25000 25750 26500 27250 28000**

45/65R39 LBS 74000 76000 80500 82500 88000* 91000 93500 96500 99000 102000 104500**
KG 33500 34500 36500 37500 40000* 41250 42500 43750 45000 46250 47500**

45/65R45 LBS 78500 82500 85500 88000 93500* 96500 99000 102000 104500 110000 113500**
(1150/65R45) KG 35500 37500 38750 40000 42500* 43750 45000 46250 47500 50000 51500**

PSI 47 51 54 58 62 65 69 73 76 80 83 87 91 94 98
BIAS KPA 325 350 375 400 425 450 475 500 525 550 575 600 625 650 675
30/65-29  LBS 28300 29100(20) 30900 32000(24)

KG 12850 13200(20) 14000 14500(24)
35/65-33  LBS 39700 41900(24) 43000 44100 46700 48100(30) 49400 50700 52000(36) 53600 55100 56800 58400(42)

KG 18000 19000(24) 19500 20000 21200 21800(30) 22400 23000 23600(36) 24300 25000 25750 26500(42)
40/65-39 LBS 52000 55100 56800 60000(30) 61500 64000 66000 68000(36)

KG 23600 25000 25750 27250(30) 28000 29000 30000 30750(36)
41.25/70-39 LBS 66000(34) 69500 71500 74000 78500 80500 82500(42)

KG 30000(34) 31500 32500 33500 35500 36500 37500(42)
45/65-45 LBS 71500 76000 78500 82500 85500(38) 88000 91000 93500 96500(46) 99000 102000 104500 104500 107500 110000(58)

KG 32500 34500 35500 37500 38750(38) 40000 41250 42500 43750(46) 45000 46250 47500 47500 48750 50000(58)
50/65-51 LBS 93500 96500 102000 104500 107500 113500 117000(46) 120000 123500 128000 128000(54) 132500 135500 139000(62)

KG 42500 43750 46250 47500 48750 51500 53000(46) 54500 56000 58000 58000(54) 60000 61500 63000(62)
67-51 LBS 156500 165500 171000 176500 187500 193000(54) 198500 204000 209500 215000 220500 227000

KG 71000 75000 77500 80000 85000 87500(54) 90000 92500 95000 97500 100000 103000
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LOAD LIMITS AT COLD INFLATION PRESSURES
45 MPH (70 KM/H) REFERENCE SPEED,  CRANE SERVICE     

PSI 65 69 73 76 80 83 87
RADIAL KPA 450 475 500 525 550 575 600
650/55R25 LBS 13200 13600 13900 14300 15200 15700 16100

KG 6000 6150 6300 6500 6900 7100 7300
PSI 65 69 73 76 80 83 87 91 94

RADIAL KPA 450 475 500 525 550 575 600 625 650
555/65R25 LBS 10700 11000 11700 12000 12300 12800 13200 13600 13900(172E)

KG 4875 5000 5300 5450 5600 5800 6000 6150 6300(172E)
PSI 76 80 83 87 91 94 98 102

RADIAL KPA 525 550 575 600 625 650 675 700
445/80R25 LBS 10500 11000 11400 11700 12000 12300 12800 13200(170E)

KG 4750 5000 5180 5300 5400 5600 5800 6000(170E)
525/80R25 LBS 13600 14300 14800 15200 15700 16100 16500 17100(179E)

KG 6150 6500 6700 6900 7100 7300 7500 7750(179E)
605/80R25 LBS 17600 18200 18700 19300 20400 20900 21500 22000(188E)

KG 8000 8250 8500 8750 9250 9500 9750 10000(188E)
PSI 105 109 112 116 120 123 127 131 141

RADIAL KPA 725 750 775 800 825 850 875 900 975
385/95R24,25 LBS 11700 12000 12300(L) 13270(170E)(M) 13930(N)

KG 5300 5450 5600(L) 6000(170E)(M) 6300(N)
445/95R25 LBS 13600 13900 14300 14800 14800 15200 15700 16100(177E) (J)

KG 6150 6300 6500 6700 6700 6900 7100 7300(177E) (J)

55 MPH (90 KM/H) REFERENCE SPEED,  CRANE SERVICE     
PSI 65 70 75 80 85 90 95 100 105 110 115 131 141

RADIAL KPA 450 475 525 550 575 625 650 700 725 750 800 900 975
385/95R24,25 LBS 8150 8620 9070 9500 9930 10340 10730 11400(J) 11700 12000 12300(L) 13270(M) 13930(N)

KG 3700 3910 4110 4310 4500 4690 4870 5150(J) 5300 5450 5600(L) 6000(M) 6300(N)
445/95R25 LBS 16100(177E) (J)

KG 7300(177E) (J)
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LOAD LIMITS AT COLD INFLATION PRESSURES
5 MPH (10 KM/H) OFF-THE-ROAD UNDERGROUND MINE SERVICE

PSI 95 100 105 110 115 120 125 130 135 140 145 150 �� �� �� ��

BIAS KPA 660 690 720 760 790 830 860 900 930 970 1000 1030 PERMAFOAM INFLATION REQUIRED
27X9-10NHS LBS 4405 4540(12) 4675 4800 4930 5050 5175 5295 5415(16)

KG 2000 2060(12) 2120 2175 2235 2290 2345 2400 2455(16)

27X15-10NHS LBS 6515 6715 6905 7100 7285 7470 7650(20) 7825 8000 8175 8345 8510(24)
(15L-10) KG 2955 3045 3130 3220 3305 3390 3470(20) 3550 3630 3710 3785 3860(24)

24X12-12NHS LBS 5260 5420 5580 5740 5900 6050 6200 6350 6450 6600 6750 6900 7900(24)
KG 2385 2460 2530 2605 2675 2745 2810 2880 2925 2995 3060 3130 3585(24)

8.25-15NHS LBS 5605 5775 5940 6105 6265 6425 6580 6730 6880 7030(16) 8910(24)
KG 2540 2620 2695 2770 2840 2915 2985 3055 3120 3190(16) 4040(24)

36X11-15NHS LBS 7520 7750 7975 8195 8410(16) 8620 8830 9035 9235 9435 9630(20) 10750(24)
(10.00L-15) KG 3410 3515 3615 3715 3815(16) 3910 4005 4100 4190 4280 4370(20) 4875(24)

32X15-15NHS LBS 8350 8600 8850 9100 9300 9550 9800 10000(20) 10200 10500 10700 10900 11100(24)
(32X14.50-15) KG 3790 3900 4015 4130 4220 4330 4445 4535(20) 4625 4765 4855 4945 5035(24)

35X15-15NHS LBS 9415 9705 9985 10260 10530 10795 11055 11310(20) 11565 11815 12060 12300 13905(28) 14975(32)
(14.50L-15) KG 4270 4400 4530 4655 4775 4895 5015 5130(20) 5245 5360 5470 5580 6305(28) 6795(32)

38X16-15NHS LBS 11500 11810 12150 12485 12815 13140 13455 13770 14075 14380 14675 14970 15830(28) 17200(32) 19500(40)
KG 5215 5355 5510 5665 5810 5960 6105 6245 6385 6520 6655 6790 7180(28) 7800(32) 8845(40)

�� ALL INFLATION PRESSURES ABOVE 150 PSI REQUIRE PERMAFOAM INFLATION/FILL.
Above loads and inflatiaons are for tires only. Please consult your rim manufacturer for their approvals.
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LOAD LIMITS AT COLD INFLATION PRESSURES
5 MPH (10 KM/H) OFF-THE-ROAD UNDERGROUND MINE SERVICE

PSI 95 100 105 110 115 120 125 130 135 140 145 150 �� �� �� ��

BIAS KPA 660 690 720 760 790 830 860 900 930 970 1000 1030 PERMAFOAM INFLATION REQUIRED
10.00-20NHS LBS 9350(14) 9650 9900 10200(16)

KG 4250(14) 4375 4500 4625(16)

42X13-20 NHS LBS 10500 10800 11100(16) 11500 11800 12100 12300 12600 12900(20) 13200 13500 13700 17000(32) 21600(48)
KG 4765 4900 5035(16) 5215 5350 5490 5580 5715 5850(20) 5985 6125 6215 7710(32) 9800(48)

12.00-20NHS LBS 11700 12000(16) 12300 12800 13200 13600(20) 13900 13900 14300 14800 15200(24) 15200 16500(28)
KG 5300 5450(16) 5600 5800 6000 6150(20) 6300 6500 6500 6700 6900(24) 6900 7500(28)

44X18-20NHS LBS 14300 14700 15200 15600 16000 16400 16800 17200 17600 17900 18300 18700 20100(32) 21500(36) 25500(48)
KG 6485 6670 6895 7075 7260 7440 7620 7800 7985 8120 8300 8480 9115(32) 9750(36) 11565(48)

14.00-20NHS LBS 16100 16600(20) 17100 17600 18200 18700(24) 18700 19300 19800 20400(28) 22000(32) 28300(48)
7300 7500(20) 7750 8000 8250 8500(24) 8500 8750 9000 9250(28) 10000(32) 12850(48)

50X20-20NHS LBS 22500 23200 23900 24500 25200 25800(28) 26400 27100 27700(32) 30000(36)
KG 10200 10500 10800 11100 11400 11700(28) 12000 12300 12600(32) 13610(36)

14.00-24NHS LBS 18200 18700(20) 19300 19800 20400 20900(24) 20900 21500 22000(28)
KG 8250 8500(20) 8750 9000 9250 9500(24) 9500 9750 10000(28)

�� ALL INFLATION PRESSURES ABOVE 150 PSI REQUIRE PERMAFOAM INFLATION/FILL.
Above loads and inflatiaons are for tires only. Please consult your rim manufacturer for their approvals.
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LOAD LIMITS AT COLD INFLATION PRESSURES
5 MPH (10 KM/H) OFF-THE-ROAD UNDERGROUND MINE SERVICE

PSI 105 109 112 116 120 123 127 131 134 138 141 145 149 �� �� ��

RADIAL KPA 725 750 775 800 825 850 875 900 925 950 975 1000 1025
36X11R15NHS LBS 8250 8550 8550 8800 9100 9350 9350 9650 9900 10200 10200 10500 10700 12500

KG 3750 3875 3875 4000 4125 4250 4250 4375 4500 4625 4625 4750 4875 5675

35X15R15NHS LBS 10200 10500 10700 11000 11400 11700 12000 12000 12300 12800 12800 13200 13200 18300
KG 4625 4750 4875 5000 5150 5300 5450 5450 5600 5800 5800 6000 6000 8300

12.00R20 NHS LBS 12300 12800 12800 13200 13600** 13900 13900 14300 14800 15200*** 15200 15700 16100 20000
KG 5600 5800 5800 6000 6150** 6300 6300 6500 6700 6900*** 6900 7100 7300 9075

46X15R20NHS LBS 15200 15700 16100 16100*** 16500 17100 17600 17600 18200 18700 18700 19300 19800 29700
KG 6900 7100 7300 7300*** 7500 7750 8000 8000 8250 8500 8500 8750 9000 13500

46X18R20NHS LBS 16100 16500 16500 17100*** 17600 18200 18200 18700 19300 19800 19800 20400 20900 31700
KG 7300 7500 7500 7750*** 8000 8250 8250 8500 8750 9000 9000 9250 9500 14400

14.00R24NHS LBS 12300 12800 13200 13600***
KG 5600 5800 6000 6150***

17.5R25 LBS 20400 20900 21500 22000***
KG 9250 9500 9750 10000

�� ALL INFLATION PRESSURES ABOVE 150 PSI REQUIRE PERMAFOAM INFLATION/FILL.
Above loads and inflatiaons are for tires only. Please consult your rim manufacturer for their approvals.
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DRIVE AWAY

TIRE LOAD LIMITS (POUNDS) AT VARIOUS COLD INFLATION PRESSURES — POUNDS PER SQUARE INCH (PSI)
Tire
Size 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100
12.00-20,21 NHS 2690 2990 3260 3540 3780 4020 4260 4480 4700 4900 5100 5300 5500 5680 5860 6050
12.00-24,25 NHS 3020 3360 3680 3980 4260 4540 4800 5040 5280 5520 5740 5960 6200 6400 6600 6800
13.00-24,25 NHS 3500 3880 4260 4600 4920 5240 5540 5820 6100 6400 6650 6900 7150 7400 7600 7850
14.00-20,21 NHS 3680 4100 4500 4860 5200 5540 5860 6150 6450 6750 7000 7300 7550 7800 8050 8300
14.00-24,25 NHS 4120 4580 5020 5420 5800 6200 6550 6850 7200 7500 7850 8150 8450 8700 9000 9250
16.00-21 NHS 4920 5460 5980 6450 6950 7350 7800 8200 8600 8950 9350 9700 10100 10400 10700 11100
16.00-25 5380 5980 6550 7100 7600 8050 8550 9000 9400 9850 10200 10600 11000 11400 11800 12100
18.00-25 6950 7750 8500 9150 9800 10400 11000 11600 12200 12700 13200 13700 14200 14700 15200 15700
18.00-33 8050 9000 9850 10600 11400 12100 12800 13500 14100 14700 15400 15900 16500 17100 17600 18200
18.00-49 10200 11400 12400 13400 14400 15300 16200 17000 17800 18600 19400 20200 20900 21600 22300 23000
21.00-25 8950 9950 10900 11800 12600 13400 14200 14900 15700 16400 17000 17700 18300 18900 19600 20200
21.00-35 10600 11800 12900 14000 15000 15900 16900 17700 18600 19400 20200 21000 21700 22500 23200 23900
21.00-49 12900 14300 15700 17000 18200 19300 20400 21500 22500 23500 24500 25400 26300 27200 28100 29000
24.00-25 11600 12900 14100 15200 16300 17400 18400 19300 20200 21100 22000 22900 23700 24500 25300 26000
24.00-29 12400 13800 15100 16300 17500 18600 19700 20700 21700 22600 23600 24500 25400 26200 27100 27900
24.00-35 13600 15100 16600 17900 19200 20400 21600 22700 23800 24800 25800 26800 27800 28800 29700 30600
24.00-43 15200 16900 18500 20000 21400 22700 24000 25300 26500 27700 28800 29900 31000 32100 33100 34100
24.00-49 16300 18100 19900 21500 23000 24500 25900 27200 28500 29800 31000 32200 33400 34500 35600 36700

BIAS - 30 MPH
ADD 10 PSI FOR RADIAL
English

For Service Notes – See next page.
Contact your Rim Supplier regarding information on Rim Strength.

LOAD AND INFLATION TABLES: ENGLISH
CONVENTIONAL SIZE TIRES
MAXIMUM SPEED — 30 MPH
(MINIMUM INFLATION PRESSURE – 25 PSI)

These Loads and Inflations are to be used for Drive
Away Only. They cannot be used for jobsite roading.

DANGER – Operation of vehicles over the road,
ignoring speed limitations and cooling requirements
as noted below, can void tire warranty and induce pre-
mature tire failure!
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DRIVE AWAY

TIRE LOAD LIMITS (POUNDS) AT VARIOUS COLD INFLATION PRESSURES — POUNDS PER SQUARE INCH (PSI)
Tire
Size 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100

27.00-33 16200 18100 19800 21400 22900 24400 25800 27100 28400 29700 30900 32100 33200 34400 35500 36600

27.00-49 20000 22200 24300 36300 28200 30000 31700 33300 34900 36500 38000 39400 40900 42300 43600 44900

30.00-51 24700 27500 30100 32500 34900 37100 39200 41300 43200 45200 47000 48800 50600 52300 54000 55600

33.00-51 28600 31900 34900 37700 40400 43000 45400 47800 50100 52300 54500 56500 58600 60500 62500 64500

36.00-51 34900 38800 42500 45900 49200 52300 55300 58200 61000 63500 65500 69000 71500 74000 76000 78500

40.00-57 44500 49600 54200 58600 63000 67000 70500 74500 78000 81500 84500 88000 91000 94000 97500 10000

Service Notes –
A. Regular Tread Tires

1. Maximum Highway Speeds: Conventional tires – 30 MPH, Wide Base Tires – 20 MPH.
2. Stop for 30 minute cooling period after each 50 miles of driving or 2 hours of sustained operation,

whichever comes first.
3. One hour minimum stop should be observed after each 4 hours of operation.
4. Where Conventional and Wide Base tires are mixed on vehicle, use guidelines specified for Wide Base

tires.
B. Extra Skid Depth and Special Compound Tires

1. Vehicles equipped with extra skid depth tires are not to be driven in transit over the highway unless the
proposed trip is reviewed and approved by the tire manufacturer.

C. Instructions for Use of Drive-Away Table –
1. Determine the load each tire will carry.
2. Using the table, select the inflation pressure shown for the tire load determined. This is the pressure 

required for drive-away service.
3. Tire ply rating is ignored when determining drive-away load and pressure conditions.

Contact your Rim Supplier regarding information on Rim Strength.
BIAS - 30 MPH
ADD 10 PSI FOR RADIAL
English

LOAD AND INFLATION TABLES: ENGLISH
CONVENTIONAL SIZE TIRES
MAXIMUM SPEED — 30 MPH
(MINIMUM INFLATION PRESSURE – 25 PSI)

These Loads and Inflations are to be used for Drive
Away Only. They cannot be used for jobsite roading.

DANGER – Operation of vehicles over the road,
ignoring speed limitations and cooling requirements
as noted below, can void tire warranty and induce
 premature tire failure!
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DRIVE AWAY

TIRE LOAD LIMITS (POUNDS) AT VARIOUS COLD INFLATION PRESSURES — POUNDS PER SQUARE INCH (PSI)
Tire
Size 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100
15.5-25 3740 4160 4540 4920 5260 5600 5920 6250 6550 6800 7100 7400 7650 7900 8150 8400
17.5-25 4460 4960 5440 5880 6300 6700 7100 7450 7800 8150 8500 8800 9150 9450 9750 10000
20.5-25 5960 6650 7250 7850 8400 8950 9450 9950 10400 10900 11300 11800 12200 12600 13000 13400
23.5-25 7600 8450 9250 10000 10700 11400 12100 12700 13300 13900 14500 15000 15600 16100 16600 17100
26.5-25 9550 10600 11600 12600 13500 14300 15200 16000 16700 17500 18200 18900 19600 20200 20900 21500
26.5-29 10200 11400 12400 13400 14400 15300 16200 17000 17900 18700 19400 20200 20900 21600 22300 23000
29.5-25 11500 12800 14000 15200 16300 17300 18300 19200 20200 21000 21900 22800 23600 24400 25200 25900
29.5-29 12300 13700 14900 16200 17300 18400 19500 20500 21500 22400 23300 24200 25100 26000 26800 27600
29.5-35 13400 14900 16300 17600 18800 20000 21200 22300 23400 24400 25400 26400 27300 28300 29200 30100
33.25-29 15100 16800 18400 19900 21300 22700 24000 25200 26500 27600 28800 29900 30900 32000 33000 34000
33.25-35 16400 18200 20000 21600 23100 24600 26000 27400 28700 29900 31200 32400 33500 34700 35800 36900
33.5-33 16500 18400 20100 21700 23300 24800 26200 27500 28900 30100 31400 32600 33800 34900 36000 37100
33.5-39 17800 19800 21600 23400 25100 26700 28200 29700 31100 32500 33800 35100 36400 37600 38800 40000
37.25-35 19800 22000 24100 26000 27900 29600 31300 33000 34500 36100 37600 39000 40400 41800 43100 44400
37.5-33 19800 22100 24200 26100 28000 29800 31500 33100 34700 36200 37700 39200 40600 42000 43300 44700
37.5-39 21300 23700 25900 28000 30000 32000 33800 35600 37300 38900 40500 42100 43600 45100 46500 47900
37.5-51 24100 26800 29300 31700 34000 36100 38200 40200 41200 44000 45800 47600 49300 51000 52600 54200

Service Notes –
A. Regular Tread Tires

1. Maximum Highway Speeds: Conventional tires – 30 MPH, Wide Base Tires – 20 MPH.
2. Stop for 30 minute cooling period after each 50 miles of driving or 2 hours of sustained operation, whichever comes first.
3. One hour minimum stop should be observed after each 4 hours of operation.
4. Where Conventional and Wide Base tires are mixed on vehicle, use guidelines specified for Wide Base tires.

B. Extra Skid Depth and Special Compound Tires
1. Vehicles equipped with extra skid depth tires are not to be driven in transit over the highway unless the 

proposed trip is reviewed and approved by the tire manufacturer.
C. Instructions for Use of Drive-Away Table –

1. Determine the load each tire will carry.
2. Using the table, select the inflation pressure shown for the tire load determined. This is the pressure 

required for drive-away service.
3. Tire ply rating is ignored when determining drive-away load and pressure conditions.

Contact your Rim Supplier regarding information on Rim Strength.

BIAS - 20 MPH
ADD 10 PSI FOR RADIAL
English

LOAD AND INFLATION TABLES: ENGLISH
WIDE BASE SIZE TIRES
MAXIMUM SPEED — 20 MPH
(MINIMUM INFLATION PRESSURE – 26 PSI)

These Loads and Inflations are to be used for Drive
Away Only. They cannot be used for jobsite roading.

DANGER – Operation of vehicles over the road,
ignoring speed limitations and cooling requirements
as noted below, can void tire warranty and induce
 premature tire failure!
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DRIVE AWAY

TIRE LOAD LIMITS (KILOGRAMS) AT VARIOUS COLD INFLATION PRESSURES — BAR
Tire
Size 1.75 2.00 2.25 2.50 2.75 3.00 3.25 3.50 3.75 4.00 4.25 4.50 4.75 5.00 5.25 5.50 5.75 6.00 6.25 6.50 6.75 7.00
12.00-20,21 NHS 1215 1320 1400 1500 1600 1700 1750 1850 1900 2000 2060 2120 2180 2300 2360 2430 2430 2500 2575 2650 2725 2800
12.00-24,25 NHS 1400 1500 1600 1700 1800 1900 2000 2060 2180 2240 2300 2430 2500 2575 2650 2725 2800 2800 2900 3000 3075 3075
13.00-24,25 NHS 1600 1750 1850 2000 2060 2180 2300 2430 2500 2575 2750 2800 2900 3000 3075 3150 3250 3250 3350 3450 3550 3650
14.00-20,21 NHS 1700 1850 1950 2060 2180 2300 2430 2575 2650 2725 2800 2900 3000 3150 3250 3350 3350 3450 3550 3650 3750 3750
14.00-24,25 NHS 1900 2060 2180 2300 2430 2575 2725 2800 3000 3075 3150 3250 3350 3450 3550 3650 3750 3875 4000 4125 4125 4250
16.00-21 NHS 2240 2430 2575 2800 2900 3075 3250 3350 3550 3650 3750 3875 4000 4125 4250 4375 4500 4625 4750 4875 5000 5000
16.00-25 2430 2650 2900 3000 3250 3350 3550 3650 3875 4000 4125 4250 4375 4500 4625 4875 5000 5000 5150 5300 5450 5600
18.00-25 3150 3450 3650 3875 4125 4375 4625 4750 5000 5150 5300 5600 5800 5800 6000 6300 6300 6500 6700 6900 7100 7100
18.00-33 3650 4000 4250 4500 4875 5000 5300 5600 5800 6000 6150 6500 6700 6900 7100 7300 7500 7500 7750 8000 8250 8250
18.00-49 4625 5000 5450 5800 6150 6500 6700 7100 7300 7500 7750 8000 8500 8750 9000 9250 9500 9500 9750 10000 10300 10600
21.00-25 4125 4375 4750 5000 5300 5600 5800 6150 6300 6700 6900 7100 7300 7500 7750 8000 8250 8500 8500 8750 9000 9250
21.00-35 4875 5300 5600 6000 6300 6700 6900 7300 7500 7750 8250 8500 8750 9000 9250 9500 9750 10000 10300 10600 10600 10900
21.00-49 5800 6300 6900 7300 7750 8000 8500 8750 9250 9500 10000 10300 10600 10900 11200 11500 11800 12150 12500 12500 12850 13200
24.00-25 5300 5800 6150 6500 6900 7300 7500 8000 8250 8500 9000 9250 9500 9750 10000 10300 10600 10900 11200 11500 11800 11800
24.00-29 5600 6150 6500 6900 7300 7750 8250 8500 8750 9250 9500 9750 10300 10600 10900 11200 11500 11800 11800 12150 12500 12850
24.00-35 6150 6700 7300 7750 8000 8500 9000 9250 9750 10000 10600 10900 11200 11500 11800 12150 12500 12850 13200 13600 13600 14000
24.00-43 6900 7500 8000 8500 9000 9500 10000 10300 10900 11200 11800 12150 12500 12850 13200 13600 14000 14500 14500 15000 15500 15500
24.00-49 7500 8000 8750 9250 9750 10300 10600 11200 11800 12150 12500 12850 13200 13600 14000 14500 15000 15500 15500 16000 16500 17000

LOAD AND INFLATION TABLES: METRIC
CONVENTIONAL SIZE TIRES
MAXIMUM SPEED — 50 kph
(MINIMUM INFLATION PRESSURE – 1.75 BAR)

These Loads and Inflations are to be used for Drive
Away Only. They cannot be used for jobsite roading.

DANGER – Operation of vehicles over the road,
ignoring speed limitations and cooling requirements
as noted below, can void tire warranty and induce
 premature tire failure!

BIAS - 50 kph 
ADD .75 BAR FOR RADIAL
Metric

For Service Notes – See next page.
Contact your Rim Supplier regarding information on Rim Strength.
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DRIVE AWAY

TIRE LOAD LIMITS (KILOGRAMS) AT VARIOUS COLD INFLATION PRESSURES — BAR

Tire
Size 1.75 2.00 2.25 2.50 2.75 3.00 3.25 3.50 3.75 4.00 4.25 4.50 4.75 5.00 5.25 5.50 5.75 6.00 6.25 6.50 6.75 7.00

27.00-33 7500 8000 8500 9250 9750 10300 10600 11200 11500 12150 12500 12850 13200 13600 14000 14500 15000 15500 15500 16000 16500 16500

27.00-49 9250 10000 10600 11200 11800 12500 13200 13600 14500 15000 15500 16000 16500 17000 17500 18000 18500 19000 19500 19500 20000 20600

30.00-51 11200 12150 13200 14000 14500 15500 16000 17000 17500 18500 19000 19500 20000 21200 21800 22400 22400 23000 23600 24300 25000 25750

33.00-51 13200 14000 15000 16000 17000 18000 19000 19500 20600 21200 21800 23000 23600 24300 25000 25750 26500 27250 27250 28000 29000 29000

36.00-51 16000 17500 18500 19500 20600 21800 23000 23600 25000 25750 26500 28000 29000 29000 30000 31500 32500 32500 33500 34500 35500 35500

40.00-57 20600 21800 23600 25000 26500 28000 29000 30750 31500 33500 34500 35500 36500 37500 38750 40000 41250 41250 42500 43750 45000 46250

Service Notes –
A. Regular Tread Tires

1. Maximum Highway Speeds: Conventional tires – 50 kph, Wide Base Tires – 30 kph.
2. Stop for 30 minute cooling period after each 50 miles of driving or 2 hours of sustained operation,

whichever comes first.
3. One hour minimum stop should be observed after each 4 hours of operation.
4. Where Conventional and Wide Base tires are mixed on vehicle, use guidelines specified for Wide Base

tires.
B. Extra Skid Depth and Special Compound Tires

1. Vehicles equipped with extra skid depth tires are not to be driven in transit over the highway unless the
proposed trip is reviewed and approved by the tire manufacturer.

C. Instructions for Use of Drive-Away Table –
1. Determine the load each tire will carry.
2. Using the table, select the inflation pressure shown for the tire load determined. This is the pressure 

required for drive-away service.
3. Tire ply rating is ignored when determining drive-away load and pressure conditions.

Contact your Rim Supplier regarding information on Rim Strength.
BIAS - 50 MPH
ADD .75 BAR FOR RADIAL
Metric

LOAD AND INFLATION TABLES: METRIC
CONVENTIONAL SIZE TIRES
MAXIMUM SPEED — 50 KPH
(MINIMUM INFLATION PRESSURE – 1.75 BAR)

These Loads and Inflations are to be used for Drive
Away Only. They cannot be used for jobsite roading.

DANGER – Operation of vehicles over the road,
ignoring speed limitations and cooling requirements
as noted below, can void tire warranty and induce
 premature tire failure!
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DRIVE AWAY

TIRE LOAD LIMITS (KILOGRAMS) AT VARIOUS COLD INFLATION PRESSURES — BAR
Tire
Size 1.75 2.00 2.25 2.50 2.75 3.00 3.25 3.50 3.75 4.00 4.25 4.50 4.75 5.00 5.25 5.50 5.75 6.00 6.25 6.50 6.75 7.00
15.5-25 1700 1850 2000 2120 2240 2360 2430 2575 2650 2800 2900 3000 3075 3150 3250 3350 3450 3550 3650 3650 3750 3875
17.5-25 2060 2180 2360 2500 2650 2800 2900 3075 3150 3350 3450 3550 3650 3750 3875 4000 4125 4250 4250 4375 4500 4625
20.5-25 2725 3000 3150 3350 3550 3750 3875 4125 4250 4375 4625 4750 4875 5000 5150 5300 5450 5600 5800 5800 6000 6150
23.5-25 3450 3750 4000 4250 4500 4750 5000 5300 5450 5600 5800 6000 6300 6500 6700 6900 6900 7100 7300 7500 7750 7750
26.5-25 4375 4750 5000 5450 5600 6000 6300 6500 6900 7100 7300 7500 7750 8000 8250 8500 8750 9000 9250 9500 9750 9750
26.5-29 4625 5000 5450 5800 6150 6500 6700 7100 7300 7500 7750 8000 8500 8750 9000 9250 9250 9500 9750 10000 10300 10600
29.5-25 5300 5800 6150 6500 6900 7300 7500 8000 8250 8500 8750 9250 9500 9750 10000 10300 10600 10900 11200 11500 11500 11800
29.5-29 5600 6000 6500 6900 7300 7750 8000 8500 8750 9000 9500 9750 10000 10300 10600 10900 11200 11500 11800 12150 12500 12500
29.5-35 6150 6700 7100 7500 8000 8500 8750 9250 9500 10000 10300 10600 10900 11200 11500 11800 12150 12500 12850 13200 13600 13600
33.25-29 6900 7500 8000 8500 9000 9500 10000 10300 10900 11200 11500 12150 12500 12850 13200 13600 14000 14000 14500 15000 15000 15500
33.25-35 7500 8000 8750 9250 9750 10300 10900 11200 11800 12150 12500 13200 13600 14000 14500 14500 15000 15500 16000 16000 16500 17000
33.5-33 7500 8250 8750 9250 9750 10300 10900 11200 11800 12150 12850 13200 13600 14000 15000 14500 15000 15500 16000 16500 16500 17000
33.5-39 8250 8750 9500 10000 10600 11200 11800 12150 12850 13200 13600 14000 14500 15000 15500 16000 16500 16500 17000 17500 18000 18500
37.25-35 9000 9750 10600 11200 11800 12500 12850 13600 14000 14500 15000 15500 16000 17000 17000 17500 18000 18500 19000 19500 20000 20600
37.5-33 9000 9750 10600 11200 11800 12500 13200 13600 14000 14500 15000 16000 16500 16500 17000 17500 18000 18500 19000 19500 20000 20600
37.5-39 9750 10600 11200 12150 12850 13200 14000 14500 15000 16000 16500 17000 17500 18000 18500 19000 19500 20000 20600 21200 21200 21800
37.5-51 10900 11800 12850 13600 14500 15000 16000 16500 17000 18000 18500 19000 20000 20600 21200 21800 21800 22400 23000 23600 24300 25000

LOAD AND INFLATION TABLES: METRIC
WIDE BASE SIZE TIRES
MAXIMUM SPEED — 32 MPH
(MINIMUM INFLATION PRESSURE – 1.75 BAR)

These Loads and Inflations are to be used for Drive
Away Only. They cannot be used for jobsite roading.

DANGER – Operation of vehicles over the road,
ignoring speed limitations and cooling requirements
as noted below, can void tire warranty and induce
 premature tire failure!

Service Notes –
A. Regular Tread Tires

1. Maximum Highway Speeds: Conventional tires – 50 MPH, Wide Base Tires – 32 MPH.
2. Stop for 30 minute cooling period after each 80 miles of driving or 2 hours of sustained operation, whichever comes first.
3. One hour minimum stop should be observed after each 4 hours of operation.
4. Where Conventional and Wide Base tires are mixed on vehicle, use guidelines specified for Wide Base tires.

B. Extra Skid Depth and Special Compound Tires
1. Vehicles equipped with extra skid depth tires are not to be driven in transit over the highway unless the 

proposed trip is reviewed and approved by the tire manufacturer.
C. Instructions for Use of Drive-Away Table –

1. Determine the load each tire will carry.
2. Using the table, select the inflation pressure shown for the tire load determined. This is the pressure 

required for drive-away service.
3. Tire ply rating is ignored when determining drive-away load and pressure conditions.

Contact your Rim Supplier regarding information on Rim Strength.

BIAS - 32 MPH
ADD .75 PSI FOR RADIAL
Metric
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